
Wild Springs Solar, LLC 
May 15, 2020 

Appendix B 
Site Plan 



© ©

Phone (952) 937-5150 12701 Whitewater Drive, Suite #300
Fax (952) 937-5822 Minnetonka, MN 55343
Toll Free (888) 937-5150

A 

B 

C 

D 

E 

F 

G 

H 

2 3 

• • 
1 r1n 

128-MW AC Solar Array 
Pennington County, SD 
Preliminary Permit Plan 

Regional Map 
Hereford 

Elm Springs 

Nemo Summerset 

Black Hawk SITE 
Box Elder -W w,cksville 

Silver City 
@ 

Rapid City 
IBVPI Wasta 

385 

Hill Ci y 

(244) 

® 

Custer 

Sanator 

Keystone 

Custer 
State Park 

(ill (ill 

@ 

Hermosa 

® 

Fairburn 

@ 
Owanka 

@ 

@ 
Scenic 

SOURCE: MAP DATA 2020 GOOGLE 

Bad 
Natio 

Imlay 

(NOT TO SCALE) 

4 

Vicinity Map 

SITE 

5 

New 
Underwood 

c.o -

SOURCE: MAP DATA 2020 GOOGLE 

6 

(NOT TO SCALE) 

7 8 

PROJECT OWNER/DEVELOPER 
WILD SPRINGS SOLAR 
8400 NORMANDALE LAKE BOULEVARD, SUITE 1200 
BLOOMINGTON. MN 55437 
CONTACT: MICHAEL MORRIS 
PHONE: (952) 358-5674 

PROJECT MANAGER 
WIESTWOOD PROFESSIONAL SERVICES, INC. 
12701 WHITEWATER DRIVE, SUITE 300 
MINNETONKA, MN 
CONTACT: AUGUST CHRISTENSEN, 
PHONE: (952) 906-7430 

PROJECT OVIL ENGINEER OF RECORD 
WIESTWOOD PROFESSIONAL SERVICES, INC. 
12701 WHITEWATER DRIVE, SUITE 300 
MINNETONKA, MN 
CONTACT: ROBERT COPOULS, P.E. 
PHONE: (952) 906-7470 

Sheet List Table 
Sheet Number Sheet Title 
T.100 Cover 

C.101 Overal I Site Plan 

C.102 
Medium Voltage 
Routing Plan 

C.103 Existing Conditions 

C.104 Existing Conditions 

C.105 Existing Conditions 

C.106 Existing Conditions 

C.107 Existing Conditions 

C.200 Site Plan-1 

C.201 Site Plan-2 

C.202 Site Plan-3 

C.203 Site Plan-4 

C.204 Site Plan-5 

C.205 Site Plan-6 

C.206 Site Plan-7 

C.207 Site Plan-a 

C.208 Site Plan-9 

C.209 Site Plan-10 

C.210 Site Plan-11 

C.211 Site Plan-12 

C.212 Site Plan-13 

C.213 Site Plan-14 

C.214 Site Plan-15 

C.215 Site Plan-16 

C.216 Site Plan-17 

C.217 Site Plan-18 

C.218 Site Plan-19 

C.219 Site Plan-20 

C.220 Site Plan-21 

C.221 Site Plan-22 

C.222 Site Plan-23 

C.223 Site Plan-24 

C.224 Site Plan-25 

C.225 Site Plan-26 

C.226 Site Plan-27 

C.400 Construction Details 

C.401 Construction Details 

PROTECT DESCRIPI'ION 
128 MW-AC TRACKER SOLAR ARRAY PROJECT 
167 MW-DC TRACKER SOLAR ARRAY PROJECT 

PROTECT LOCATION 
LATITUDE= 44" 04' 12.45" 
LONGITUDE= -102" 50' 0.12" 

PROTECT COORDINATE SYSTEM 
HARN/SD SOUTH DAKOTA STATE PLANES, SOUTH 
ZONE. US 

Westwood 
westwoodps.com 

Westwood Professional Services. Inc. 

EM lifi!IAi 

Prepared for. 

((_@J 
GERONIMO" 

ENERGY 
a nationalgrid company 

JUI 

8400 Normandale Lab Boulevard, SUite 12IIO 
Bloomingtml, MN 55437 

Wild Springs 
Solar 
Pennington County, SD 

Cover 

Not for Construction 

Date: 05/06/'lO'lO 

Sheet: TlOO 



Phone (952) 937-5150 12701 Whitewater Drive, Suite #300
Fax (952) 937-5822 Minnetonka, MN 55343
Toll Free (888) 937-5150

2 3 

A 

B 

C 

EXISTING OVERHEAD POWER LINE (TYP,) 

D PROPOSED SUBSTATION 

EXISTING WETLANDS (TYP.) 

E 
PROPOSED TEMPORARY LA'l'DOYIM YARD (T'l'P.) 

i~i---~ 
' I I 

~11-1---._....~-=~-,;..===="""'-"" 

~ 

HOd-----

F PRAIRIE DOG AVOIDANCE AREA (TYP,) 

G 
POSED TEIIPllRARY LA'l'DOIIN YARD (T'l'P.) 1' 

I 

, 

H 

4 

' • 

:Ii 
. ' .11 
• l 

5 6 

: I 

:i: ______ ....,_ 
EXISTING SECTION LINES (TYP.) 

PROP05ED 511E ENTRANCE 

I JU -, 100 

.. 
II 11 

• 

-=-=--- - = 

' 
' 

J 
:1 

.. 
• a 

7 

LEGEND: 

---FOH---

C ·-·ZJ ........ . - . . . . . .. . - . 

~-

t I • • t • • I • • t 
l 11111 '"" ill¾ I 

E .,.,.,.,.....'\ '·"' ::::::3 .................. 
•,1'1,•,11.&&,1•1••.r 

---------------
--X'--X--

• 
• 

o· 

8 

PROJECT BOUNDARY LINE 

EXISTING RIGHT OF WAY 
EXISTING EASEMENT LINE 
EXISTING OVERHEAD POWER LINE 

EXISTING PAVED ROAD 

EXISTING GRAVEL ROAD 

EXISTING WETLAND 

EXISTING STRUCTURE 

EXISTING VEGETATION 

Westwood 
westwoodps.com 

Westwood Professional Services. Inc. 

EXISTING PRAIRIE DOG AVOIDANCE AREA 

EXISTING RAILROAD 

EXISTING FARM ENTRANCES 
EXISTING DIRT TRAILS 
EXISTING PONDS 

MODULE SETBACK LINE 

PROPOSED SOLAR ARRAY 

PROPOSED ELECTRICAL EQUIPMENT 

PROPOSED ACCESS ROAD 

PROPOSED SECURITY FENCE 

PROPOSED LAYDOWN YARD 

PROPOSED SCREENING 

EXISTING WEATHER STATION 

PROPOSED WEATHER STATION 

850' 1700' 2550' 

EM lifi!IAi 

Prepared for. 

((_@J 
GERONIMO" 

ENERGY 
a nationalgrid company 

JUI 

8400 Normandale Lab Boulevard, SUite 12IIO 
Bloomingtml, MN 55437 

Wild Springs 
Solar 
Pennington County, SD 

Overall Site Plan 

Not for Construction 

Date: 05/06/'lO'lO 

Sheet: c.101 



Phone (952) 937-5150 12701 Whitewater Drive, Suite #300
Fax (952) 937-5822 Minnetonka, MN 55343
Toll Free (888) 937-5150

A 

B 

C 

D 

E 

F 

G 

H 

2 3 4 5 6 

.. .,. 
·I· 

-\-\-\-\-\-\-\-\-\-\-\-\-\-\-\-\-\- I .. 
•• -\-\-\-\-\-\-\-\-\-\ ' \ \ ii. .. 

. -; :) -
c·,_ 

'... ·. 
• • • ..J , .. · 

f"· ... ,, 

.r ·.
·· / 

1/0d-

I 

t 
I 
I / 
11 , I , 
I , 

I '1 ,r 

1/0d 

,,/' I 11 

--- - _;L/-+-- - - ---- - - -

/ 
/ 

\,.. .· 

- - - -\-\-)r\-\-\-\-\-\-\-\-\-\-\-\-\-\-\ ;i: .I. 
~ .--\-\-\-\-\-\- - ·1· 

- - \-1-\-1- .. 
l-\-1-1-1 I .. 

.,,,,,,,/ 
, 

, , , , 

\ I 
I I 
I I 

/ 

) . 
I 
I 

I 

,,.. . .. ---. 
.) •• . ..J --~ 

~ I 
~ 

r- l 
I 

..,-.. _ 

. \ .... . 
J I.·.:" ,_.--· 

C, 

P-PUG 

C. ·, 

) . 
. . . \ 

\·. 

--1- .. 
1-1-1-1 .. 

--\-1-\-1- .. 
l-\-1-1- .. 

l-1--, 
. . ----1--\--1 
. . -1-1-1 
· 1· -l-l-l-1--1 I 
.. --, 
. . -1-\-1-1 
·I· -\-i-1 I 
: : - -1-1-1-1--1-1-1.... 
. . '-,-1-1-1-
.. l-1-1-1-
.. 1-1-1-
. . l-1--1-1-
.. I 1-

P--PIJG 

.. 

:1/ ., 

; I 
:if 
:1 .. 

:f 

i:f 
·Ir 

:I: 
:t 

:,: 
-1-

:1: 
:I: 

r"· 
"i-" 

_-,.,.; Oo 

-:!: .r . . ' . 
. \ 
l. 

~:--:.:. . . . .J 

-1-.. 
·I. 

r .,. 

. ' 
·I· 
·I· 

t . . 

r 
.. 

ti 
r 
.. 

Ii 
·I· 

/1: 

7 

LEGEND: 

--PCH--

C ·-·ZJ ......... . - . . . . . .. . - . 

-\-""'--\-\-""'--\-\-\-\

~._Q;.r~~ 

E .-. .-.·. -~ .·. ,.·. ·3·. . ................ . 
·-··-·-· ":....:....:... ·-· ~--· ... . 

. ----·-·-·--·--·-··--·--·- ... ·-----·--· . 
!iii 
= 

--x·--x--

__ ,...,,.., __ 

o· 

8 

PROJECT BOUNDARY LINE 

EXISTING RIGHT OF WAY 
EXISTING EASEMENT LINE 
EXISTING OVERHEAD POWER LINE 

EXISTING PAVED ROAD 

EXISTING GRAVEL ROAD 

EXISTING WETI.AND 

EXISTING STRUCTURE 

EXISTING VEGETATION 

EXISTING PRAIRIE DOG AVOIDANCE AREA 

EXISTING RAILROAD 

EXISTING FARM ENTRANCES 
EXISTING DIRT TRAILS 

Westwood 
westwoodps.com 

Westwood Professional Services. Inc. 

EXISTING PONDS JUI 

850' 

MODULE SETBACK LINE 

PROPOSED SOLAR ARRAY 

PROPOSED INVERTER 

PROPOSED SUBSTATION AND O&M 

PROPOSED ACCESS ROAD 

PROPOSED SECURITY FENCE 

PROPOSED LAYDOWN YARD 

PROPOSED UNDERGROUND COLLECTION 

1700' 2550' 

EM lifi!IAi 

Prepared for. 

((_@J 
GERONIMO" 

ENERGY 
a nationalgrid company 

8400 Normandale Lab Boulevard, SUite 12IIO 
Bloomingtml, MN 55437 

Wild Springs 
Solar 
Pennington County, SD 

Medium Voltage 
Routing Plan 

Not for Construction 

Date: 05/06/'lO'lO 

Sheet: Cl02 



Phone (952) 937-5150 12701 Whitewater Drive, Suite #300
Fax (952) 937-5822 Minnetonka, MN 55343
Toll Free (888) 937-5150

2 

A 

B 

C 

D 

E 

F 

G 

H 

... .. ... .. ... 
\ :. ·:. ·: .. :1· ......... ... .. .. . . .. . . . . . . ·...--~ 

\ 

3 4 5 6 

I 

I 

<:.. EXISTING GRAVEL ROADS (TYP.) 
) 

• 

7 

LEGEND: 

---FOH---

C ·-·ZJ ........ . . . . . . . .. . - . 

~-

t • ' & • ' & ' • ' • i¾i .,, l«t \ii., 

i:::·"' .... l"l"T'S'.'1.1•"-::::::J .................. . ., ................ ., 
1D70 

--1071--

2.49% 

• 

KEY MAP 

............................ . . ................ . .. ..... . ........... . 

C.104 

t 10, 
L _J 

o· 300' 

8 

PROJECT BOUNDARY LINE 

EXISTING RIGHT OF WAY 
EXISTING EASEMENT LINE 
EXISTING OVERHEAD POWER LINE 

EXISTING PAVED ROAD 

EXISTING GRAVEL ROAD 

EXISTING WETLAND 

EXISTING STRUCTURE 

EXISTING VEGETATION 

Westwood 
westwoodps.com 

Westwood Professional Services. Inc. 

EXISTING PRAIRIE DOG AVOIDANCE AREA 
EXISTING SUBSTA110N 

EXIS11NG RAILROAD 

EXISTING FARM ENTRANCES 
EXISTING DIRT TRAILS 

EXISTING WATER FEATURE 

EXIS11NG INDEX CONTOUR LINE (5') 

EXIS11NG INTERVAL CONTOUR LINE (1 ') 

EXIS11NG GROUND SLOPE 

EXISTING WEATHER STA110N 

EXISTING COUNTY PARCEL LINES 

7- C.107 7 

C.106 

--L _J 

600' 900' 

EM lifi!IAi 

Prepared for. 

((_@J 
GERONIMO" 

ENERGY 
a nationalgrid company 

JUI 

8400 Normandale Lab Boulevard, SUite 12IIO 
Bloomingtml, MN 55437 

Wild Springs 
Solar 
Pennington County, SD 

Existing Conditions-1 

Not for Construction 

Date: 05/06/'lO'lO 

Sheet: C.103 



Phone (952) 937-5150 12701 Whitewater Drive, Suite #300
Fax (952) 937-5822 Minnetonka, MN 55343
Toll Free (888) 937-5150

2 

A 

B 

C 

D 

E 

F 

G 

H 

"""' .... :: 
<~-:) .•.• __ .,, .. -. . ·.y 

3 4 5 6 

POWER LINE 

7 

LEGEND: 

---FOH---

C ·-·ZJ ........ . - . . . . . .. . - . 

~-

t • ' & • ' & ' • ' • i¾i .,, l«t \ii., 

i:::·"' .... l"l"T'S'.'1.1•"-::::::J .................. . ., ................ ., 
1D70 

--- 1071 ---

2.49% 

• 

KEY MAP 

7 
C.103 

........................ ..... . ........... . ........... 
•••••••••••••••••••••••••• ............ ............. . ............ ............ . 

~ 
......................... . 
••••••••••• ••••••••••••••• :-:-:-:«·)~:-: -:-:-:-:-:-:-:-:-:-:-:-:-:-: ......................... ............ ........... . 
••••••••••• ••••••••••••• ............ ........... . ............ ........... . 

-:-:-:-:-:-:-:-:-:-:-:-: --=~-:-:-:-:~-:-:•:-:-: .:, ......................... ......................... ........... ............ .. ····- ·--·---···-··· .. 
C.105 

L _J 

o· 300' 

8 

PROJECT BOUNDARY LINE 

EXISTING RIGHT OF WAY 
EXISTING EASEMENT LINE 
EXISTING OVERHEAD POWER LINE 

EXISTING PAVED ROAD 

EXISTING GRAVEL ROAD 

EXISTING WETLAND 

EXISTING STRUCTURE 

EXISTING VEGETATION 

Westwood 
westwoodps.com 

Westwood Professional Services. Inc. 

EXISTING PRAIRIE DOG AVOIDANCE AREA 
EXISTING SUBSTA110N 

EXIS11NG RAILROAD 

EXISTING FARM ENTRANCES 
EXISTING DIRT TRAILS 

EXISTING WATER FEATURE 

EXIS11NG INDEX CONTOUR LINE (5') 

EXIS11NG INTERVAL CONTOUR LINE (1 ') 

EXIS11NG GROUND SLOPE 

EXISTING WEATHER STA110N 

EXISTING COUNTY PARCEL LINES 

C.107 7 

C.106 

_J 

600' 900' 

EM lifi!IAi 

Prepared for. 

((_@J 
GERONIMO" 

ENERGY 
a nationalgrid company 

JUI 

8400 Normandale Lab Boulevard, SUite 12IIO 
Bloomingtml, MN 55437 

Wild Springs 
Solar 
Pennington County, SD 

Existing Conditions-2 

Not for Construction 

Date: 05/06/'lO'lO 

Sheet: C.104 



Phone (952) 937-5150 12701 Whitewater Drive, Suite #300
Fax (952) 937-5822 Minnetonka, MN 55343
Toll Free (888) 937-5150

2 3 4 5 6 

A 

B 

C 

D 

E 

F 

G 

H 

7 

LEGEND: 

---FOH---

C ·-·ZJ ........ . - . . . . . .. . - . 

~-

t • ' & • ' & ' • ' • i¾i .,, l«t \ii., 

i:::·"' .... l"l"T'S'.'1.1•"-::::::J .................. . ., ................ ., 
1D70 

--- 1071 ---

2.49% 

• 

KEY MAP 

7 
C.103 

C.104 

8 

PROJECT BOUNDARY LINE 

EXISTING RIGHT OF WAY 
EXISTING EASEMENT LINE 
EXISTING OVERHEAD POWER LINE 

EXISTING PAVED ROAD 

EXISTING GRAVEL ROAD 

EXISTING WETLAND 

EXISTING STRUCTURE 

EXISTING VEGETATION 

EXISTING PRAIRIE DOG AVOIDANCE AREA 
EXISTING SUBSTA110N 

EXIS11NG RAILROAD 

EXISTING FARM ENTRANCES 
EXISTING DIRT TRAILS 

EXISTING WATER FEATURE 

EXIS11NG INDEX CONTOUR LINE (5') 

EXIS11NG INTERVAL CONTOUR LINE (1 ') 

EXIS11NG GROUND SLOPE 

EXISTING WEATHER STA110N 

EXISTING COUNTY PARCEL LINES 

C.107 7 

C.106 

Westwood 
westwoodps.com 

Westwood Professional Services. Inc. 

EM lifi!IAi 

Prepared for. 

((_@J 
GERONIMO" 

ENERGY 
a nationalgrid company 

JUI 

8400 Normandale Lab Boulevard, SUite 12IIO 
Bloomingtml, MN 55437 

~:-::-:~:-:-:-:-::- :-:-:~-=-=-=~-:-:-::: •• ·::::::::::: :::::::::::: ·.,]....:= - --- _J .-:-:-:-:v=-w.t:-: -:-:-:-:-::::: .-.-.-:-:-. 
........................... ............................ ........................... ............................ 

o· 300' 600' 900' 

Wild Springs 
Solar 
Pennington County, SD 

Existing Conditions-3 

Not for Construction 

Date: 05/06/'lO'lO 

Sheet: C.105 



Phone (952) 937-5150 12701 Whitewater Drive, Suite #300
Fax (952) 937-5822 Minnetonka, MN 55343
Toll Free (888) 937-5150

2 3 4 5 6 

A 

B 

C 

( \_\ 
( 

~\'\~~\ 
~ ~L 

D 

E 

" ~ 

F 

G 

H 

7 

LEGEND: 

---FOH---

C ·-·ZJ ........ . - . . . . . .. . - . 

~-

t • ' & • ' & ' • ' • i¾i .,, l«t \ii., 

i:::·"' .... l"l"T'S'.'1.1•"-::::::J .................. . ., ................ ., 
1D70 

--- 1071 ---

2.49% 

• 

8 

PROJECT BOUNDARY LINE 

EXISTING RIGHT OF WAY 
EXISTING EASEMENT LINE 
EXISTING OVERHEAD POWER LINE 

EXISTING PAVED ROAD 

EXISTING GRAVEL ROAD 

EXISTING WETI.AND 

EXISTING STRUCTURE 

EXISTING VEGETATION 

EXISTING PRAIRIE DOG AVOIDANCE AREA 
EXISTING SUBSTA110N 

EXIS11NG RAILROAD 

EXISTING FARM ENTRANCES 
EXISTING DIRT TRAILS 

EXISTING WATER FEATURE 

EXIS11NG INDEX CONTOUR LINE (5') 

EXIS11NG INTERVAL CONTOUR LINE (1 ') 

EXIS11NG GROUND SLOPE 

EXISTING WEATHER STA110N 

EXISTING COUNTY PARCEL LINES 

Westwood 
westwoodps.oom 

Westwood Professional Services. Inc. 

EM lifi!IAi 

Prepared for. 

((_@J 
GERONIMO" 

ENERGY 
a nationalgrid company 

JUI 

8400 Normandale Lab Boulevard, SUite 12IIO 

KEY MAP 

7 
C.103 

'---...,L-----1~ ;;;;;;, •• !Al •••••••••••••••••••• ::::::: . ............. ~.-....... _._._._._._. 

C.104 

~ 105 

L 

o· 

·::::::. ·::::. ·::::. ·::::::.---
••• •••• ••••••••••••••••• ....... ..... ..... ..... . ........................ ....................... ....... ..... ..... ...... . ....... ..... .... ..... . 
••••••• ••••• ••••• ••••••• 
......................... . .... .................. . ......................... .. .-....... ........... c.TM .... .-.-.... . 

- 1-ll',: ::::. ·:::::::::::::::::: • .. .... .................. . . ..... .................. . . . ................. . 

_J 

300' 600' 

C.107 7 

_J 

900' 

Bloomingtml, MN 55437 

Wild Springs 
Solar 
Pennington County, SD 

Existing Conditions-4 

Not for Construction 

Date: 05/06/'lO'lO 
Sheet: C.106 



Phone (952) 937-5150 12701 Whitewater Drive, Suite #300
Fax (952) 937-5822 Minnetonka, MN 55343
Toll Free (888) 937-5150

2 3 4 5 6 

A 

B 

C 

D 

E 

F 

G 

H 

7 

LEGEND: 

---FOH---

C ·-·ZJ ........ . - . . . . . .. . - . 

~-

t • ' & • ' & ' • ' • i¾i .,, l«t \ii., 

i:::·"' .... l"l"T'S'.'1.1•"-::::::J .................. . ., ................ ., 
1D70 

--- 1071 ---

2.49% 

• 

KEY MAP 

7 
C.103 

C.104 

~ 105 

L _J 

o· 300' 

8 

PROJECT BOUNDARY LINE 

EXISTING RIGHT OF WAY 
EXISTING EASEMENT LINE 
EXISTING OVERHEAD POWER LINE 

EXISTING PAVED ROAD 

EXISTING GRAVEL ROAD 

EXISTING WETLAND 

EXISTING STRUCTURE 

EXISTING VEGETATION 

Westwood 
westwoodps.com 

Westwood Professional Services. Inc. 

EXISTING PRAIRIE DOG AVOIDANCE AREA 
EXISTING SUBSTA110N 

EXIS11NG RAILROAD 

EXISTING FARM ENTRANCES 
EXISTING DIRT TRAILS 

EXISTING WATER FEATURE 

EXIS11NG INDEX CONTOUR LINE (5') 

EXIS11NG INTERVAL CONTOUR LINE (1 ') 

EXIS11NG GROUND SLOPE 

EXISTING WEATHER STA110N 

EXISTING COUNTY PARCEL LINES 

C.106 

••••••••••••••••••••••••••• ............................ ........................... 
.............. ~A"..1..7::f:\."""""""""" ·::::::::::.sJ.-r-,,.-r:::::::::: . 
•••••••••••••••••••••••••••• ........................... .......................... ~ 

' . 
~ 
........................ . ... ..................... . ... ..................... . ... . ................ . ........................ ....... ..... . ....... ....... .......... . ....... ...... ........... . ....... ....... ........... . ....... ...... ........... . 

----,,•:::::: .. :: . .. ·::::::::::: .. 

600' 

........................... ........................... ••••••••••••••• 

900' 

EM lifi!IAi 

Prepared for. 

((_@J 
GERONIMO" 

ENERGY 
a nationalgrid company 

JUI 

8400 Normandale Lab Boulevard, SUite 12IIO 
Bloomingtml, MN 55437 

Wild Springs 
Solar 
Pennington County, SD 

Existing Conditions-5 

Not for Construction 

Date: 05/06/'lO'lO 

Sheet: C.1(7] 



Phone (952) 937-5150 12701 Whitewater Drive, Suite #300
Fax (952) 937-5822 Minnetonka, MN 55343
Toll Free (888) 937-5150

A 

B 

C 

D 

E 

F 

G 

H 

r , ....... ·--~--- X 

-

( 

I 
°" I \../ 

v-
\ 
/ 

/1 1,1 

~/, H I :1 
I ! I 
I : I 
I : I ..., 
I ; I '-. 

LI......,_ 

2 3 

CJ 

• I 

11 

Q 

4 

{ 
\ 

\ 
) 

' -

" (j 

-----... ..... __ 
,...._ 

I 

/ 
I 

/ 
/-.._/ 

\ 

" \ 

I I I I I I I 

l II 

SEE SHEET C.202 

\ 
) 

5 

0 

, EXISTl~I(; WETLANDS (TYP.) 

. - . --------- . 

-
11 

Jl 

6 

0 

_________ ___, 

- \ 
/ 

J 

\ 
I 
\... \ 

) 

{ 

\ 

fr4~ ~ 

(' 

\ 

11 

~r~ 

I I 

' 1 

' /I 
/' 

' \. 
'- -..... 

\ 
- --- J / 

j 

( - /--\ 
\ - / ....___ -- / ~ 

11 I I . 1111 

\ 

(.) 

fw 
w 
I 
rn 

~ 
rn 

7 

LEGEND: 

--POH--

C ---~ •••••.a•• . . . . . . . . . - . 

---!:,.---

' • • t t • • • ' • • ,1111 i ,111111 ilili 

i::::: ···-···:::::, ............ .• .. .. ~ -.-. -.... 
• 

• 

--x·--x--

---SF--

--P-PUC--

8 

PROJECT BOUNDARY LINE 

EXISTING SECTION LINE 
EXISTING EASEMENT LINE 
EXISTING OVERHEAD POWER LINE 

EXISTING PAVED ROAD 

EXISTING GRAVEL ROAD 

EXISTING WETLAND 

EXISTING STRUCTURE 

EXISTING VEGETATION 

EXISTING NO BUILD AREA 

EXISTING SUBSTATION 

EXISTING RAILROAD 

EXISTING FARM ENTRANCES 

EXISTING DIRT TRAILS 

EXISTING WATER FEATURE 

EXISTING WEATHER STATION 
EXISTING COUNTY PARCEL LINE 
MODULE SETBACK LINE 

PROPOSED SOLAR ARRAY 

PROPOSED ELECTRICAL EQUIPMENT 

PROPOSED WEATHER STATION 

PROPOSED ACCESS ROAD 

PROPOSED SECURITY FENCE 

PROPOSED SILT FENCE 

PROPOSED LAYDOWN YARD 

PRAIRIE DOG AVOIDANCE AREA 

PROPOSED UNDERGROUND COLLECTION 
PROPOSED BUFFER SCREENING 

Project Module Setbacks 
Item ~ ~ 

FRONT 25' OR 1.5X THE HEIGHT 
OF THE STRUCTURE, 

30' 

WHICHEVER IS GREATER 

SIDE/REAR 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SECTION LINE MINIMUM OF 58' (33' 63' 
FOR STATUTORY R.O.W. 

PLUS PUBLIC ROAD 
SETBACK) 

FENCE OUTSIDE OF ROW OUTSIDE OF ROW 
RESIDENCES 100' MIN. OF 100' 

NOTES: 
1. MINOR SURFACE SMOOTHING MAY OCCUR FOR SOLAR PANEL 

INSTAULATION 
2. CONTRACTOR SHALL INSTALL ALL PERIMETER EROSION AND 

SEDIMENT CONTROL DEVICES PRIOR TO UPSLOPE 
DISTURBANCE ACTIVITIES. 

3. SITE PREPARATION INCLUDES BUT IS NOT LIMITED TO 
CLEARING/GRUBBING, MINOR GRADING, COMPACTION, MOWING 
OF VEGETATION, AND RESTABILIZATION OF DISTURBED AREA. 

4. ACCESS ROADS WIUL BE CONSTRUCTED TO MATCH THE 
SURROUNDING EXISTING GROUND ELEVATIONS TO ALLOW THE 
CONTINUATION OF DRAINAGE PATTERNS. 

5. OVIERAUL DRAINAGE PATTERNS WIUL NOT BE ALTERED WITH 
SOLAR DEVELOPMENT. 

6. A SITE SPECIFIC SWPPP AND SPECIFIC BEST MANAGEMENT 
PRACTICES WILL BE PROVIDED WITH THE FINAL DESIGN. 

7. PROPOSED GRADING ESTIMATION: 185 ACRES 

KEY MAP 

-i -leJli----J:=#:~ i==fi';;';c.2;;;.,,~I c.=,=23f'I c.=;--;i 
I I I I 

o' 100' 

L __ ...J 

I I 
I C.225 I L..: __ :.J 

:t 

200' 300' 

Westwood 
westwoodps.com 

Westwood Professional Services. Inc. 

EM lifi!IAi 

Prepared for. 

((_@J 
GERONIMO" 

ENERGY 
a nationalgrid company 

JUI 

8400 Normandale Lab Boulevard, SUite 12IIO 
Bloomingtml, MN 55437 

Wild Springs 
Solar 
Pennington County, SD 

Site Plan-1 

Not for Construction 

Date: 05/06/'lO'lO 

Sheet: c.200 



Phone (952) 937-5150 12701 Whitewater Drive, Suite #300
Fax (952) 937-5822 Minnetonka, MN 55343
Toll Free (888) 937-5150

A 

B 

C 

D 

E 

F 

G 

H 

0 
0 
N 
cj 

1-w 
w 
I 
Vl 

l!l 
Vl 

:,...., 
--x·-..,,c:...x1 

D 

I I 

PROPOSED LOW WATER CROSSING (TYP.) 

--1. " PROPOSED PERIMETER EROSION 

/\ 

CONlROL 

PROPOSED INVERTER (TYP.) 
I I 

I I 

.. I 

" \ , 
PROPOSED UNDERGROUND 

COUECTION (TYP.) 

/-\ 
\ \ 
\ I 

-..../ 

11 

I 
2858 

11 I 

/ \ 

I 1. 
~ if6i 

l'-1+--H'""II 

'j'\ 

\ 11/1 

I t r 
11 I I I 

2 3 4 

0 

I 
I -

I 
" 

. 

" 

{--. 

\ \\ 
{ \ \ ) 

\ I \ ~ 
,,- - ~, ........_ .,,,,., / I ( 

/ '\, ( 
u' 

.?a, o..., \ S; 

2135< "- - - - - \ \ 

\ .,.------.. \ ~ I 
EX. 63' SETBACK \ '-. ) 

-/ 

I 

SEE SHEET C.203 

\ 

5 

---
-~ 

6 

---..... / 
.,.,,.,.- 0 ) 

/ / 
I / 

I / 
/ -......._/ ,- / 

( ( 
\ \ 

--
--

\ I 
"- \ 

'-. P ' 

"' '-...,. -- "' 'b~G, 
'\? 

-
-.. -:. ___ _ 

···----------, ___ _ 

/' 

I \ 
) 

J 
( 

LI 

____.. .,. . -
- _,r .... -------L-. ......... ·-· 

CJ 
\ ___ _ 

; ----, ___ _ 

I ------.,_ 
I 

I 

) 

\ 

I 
( 

··-----... __ 

\ 
\ 
\ 

0 

~ ... 

-----,·------, __ 

-.... 
---
· ....... 

·-.... 
-,_ 
· .. _ 

· ...... -:. __ _ 

.......... 
·· .. 

\ 

I 
\ 

\ 

7 

LEGEND: 

--FOH--

C ·-·ZJ ........ . - . . . . . .. . - . 

---t:,.---

• • , t • • ' • • • • i*C i .,. I *Clii71 

E ···-···:::::i ............ .. -.. -.-~ ._ ...... . 
• 

• 

--··--·--
---SF--

--P-PUG;--

8 

PROJECT BOUNDARY LINE 

EXISTING SECTION LINE 

EXISTING EASEMENT LINE 

EXISTING OVERHEAD POWER LINE 

EXISTING PAVED ROAD 

EXISTING GRAVEL ROAD 

EXISTING WETLAND 

EXISTING STRUCTURE 

EXISTING VEGETATION 

EXISTING NO BUILD AREA 

EXISTING SUBSTATION 

EXISTING RAILROAD 

EXISTING FARM ENTRANCES 

EXISTING DIRT TRAILS 

EXISTING WATER FEATURE 

EXISTING WEATHER STATION 

EXISTING COUNTY PARCEL LINE 
MODULE SETBACK LINE 

PROPOSED SOLAR ARRAY 

PROPOSED ELECTRICAL EQUIPMENT 

PROPOSED WEATHER STATION 

PROPOSED ACCESS ROAD 

PROPOSED SECURITY FENCE 

PROPOSED SILT FENCE 

PROPOSED LAYDOWN YARD 

PRAIRIE DOG AVOIDANCE AREA 

PROPOSED UNDERGROUND COLLECTION 
PROPOSED BUFFER SCREENING 

Project Module Set· 8 

Item Ieauirea I 
~ 

FRONT 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SIDE/REAR 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SECTION LINE MINIMUM OF 58' (33' 63' 
FOR STATUTORY R.O.W. 

PLUS PUBLIC ROAD 
SETBACK) 

FENCE OUTSIDE OF ROW OUTSIDE OF ROW 
RESIDENCES 100' MIN. OF 100' 

NOTES: 
1. MINOR SURFACE SMOOTHING MAY OCCUR FOR SOLAR PANEL 

INSTALLATION 
2. CONTRACTOR SHALL INSTALL ALL PERIMETER EROSION AND 

SEDIMENT CONTROL DEVICES PRIOR TO UPSLOPE 
DISTURBANCE ACTIVITIES. 

3. SITE PREPARATION INCLUDES BUT IS NOT LIMITIED TO 
CLEARING/GRUBBING, MINOR GRADING, COMPACTION, MOWING 
OF VEGETATION, AND RESTABILIZATION OF DISTURBED AREA. 

4. ACCESS ROADS WILL BE CONSTRUCTED TO MATCH THE 
SURROUNDING EXISTING GROUND ELEVATIONS TO ALLOW THE 
CONTINUATIDN OF DRAINAGE PATTERNS. 

5. OVERALL DRAINAGE PATTERNS WILL NOT BE ALTERED WITI-l 
SOLAR DEVELOPMENT. 

6. A SITE SPECIFIC SWPPP AND SPECIFIC BEST MANAGEMENT 
PRACTICES WILL BE PROVIDED WITH THE FINAL DESIGN. 

7. PROPOSED GRADING ESTIMATION: 185 ACRES 
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PROJECT BOUNDARY LINE 

EXISTING SECTION LINE 

EXISTING EASEMENT LINE 

EXISTING OVERHEAD POWER LINE 

EXISTING PAVED ROAD 

EXISTING GRAVEL ROAD 

EXISTING WETLAND 

EXISTING STRUCTURE 

EXISTING VEGETATION 

EXISTING NO BUILD AREA 

EXISTING SUBSTATION 

EXISTING RAILROAD 

EXISTING FARM ENTRANCES 

EXISTING DIRT TRAILS 

EXISTING WATER FEATURE 

EXISTING WEATHER STATION 

EXISTING COUNTY PARCEL LINE 
MODULE SETBACK LINE 

PROPOSED SOLAR ARRAY 

PROPOSED ELECTRICAL EQUIPMENT 

PROPOSED WEATHER STATION 

PROPOSED ACCESS ROAD 

PROPOSED SECURITY FENCE 

PROPOSED SILT FENCE 

PROPOSED LAYDOWN YARD 

PRAIRIE DOG AVOIDANCE AREA 

PROPOSED UNDERGROUND COLLECTION 
PROPOSED BUFFER SCREENING 

Project Module Set· 8 

Item Ieauirea I 
~ 

FRONT 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREA1ER 

SIDE/REAR 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREA1ER 

SECTION LINE MINIMUM OF 58' (33' 63' 
FOR STATUTORY R.O.W. 

PLUS PUBLIC ROAD 
SETBACK) 

FENCE OUTSIDE OF ROW OUTSIDE OF ROW 
RESIDENCES 100' MIN. OF 100' 

NOTES: 
1. MINOR SURFACE SMOOTHING MAY OCCUR FOR SOLAR PANEL 

INSTALLATION 
2. CONTRACTOR SHALL INSTALL ALL PERIME1ER EROSION AND 

SEDIMENT CONTROL DEVICES PRIOR TO UPSLOPE 
DISTURBANCE ACTIVITIES. 

3. Sl1E PREPARATION INCLUDES BUT IS NOT LIMITED TO 
CLEARING/GRUBBING, MINOR GRADING, COMPACTION, MOWING 
OF VEGETATION, AND RESTABILIZATION OF DISTURBED AREA. 

4. ACCESS ROADS WILL BE CONSTRUCTED TO MATCH THE 
SURROUNDING EXISTING GROUND ELEVATIONS TO ALLOW THE 
CONTINUATION OF DRAINAGE PATTERNS. 

5. OVERALL DRAINAGE PAT1ERNS WILL NOT BE AL1ERED WITH 
SOLAR DEVELOPMENT. 

6. A SITE SPECIFIC SWPPP AND SPECIFIC BEST MANAGEMENT 
PRACTICES WILL BE PROVIDED WITH THE FINAL DESIGN. 

7. PROPOSED GRADING ESTIMATION: 185 ACRES 
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PROJECT BOUNDARY LINE 

EXISTING SECTION LINE 

EXISTING EASEMENT LINE 

EXISTING OVERHEAD POWER LINE 

EXISTING PAVED ROAD 

EXISTING GRAVEL ROAD 

EXISTING WETLAND 

EXISTING STRUCTURE 

EXISTING VEGETATION 

EXISTING NO BUILD AREA 

EXISTING SUBSTATION 

EXISTING RAILROAD 

EXISTING FARM ENTRANCES 

EXISTING DIRT TRAILS 

EXISTING WATER FEATURE 

EXISTING WEATHER STATION 

EXISTING COUNTY PARCEL LINE 
MODULE SETBACK LINE 

PROPOSED SOLAR ARRAY 

PROPOSED ELECTRICAL EQUIPMENT 

PROPOSED WEATHER STATION 

PROPOSED ACCESS ROAD 

PROPOSED SECURITY FENCE 

PROPOSED SILT FENCE 

PROPOSED LAYDOWN YARD 

PRAIRIE DOG AVOIDANCE AREA 

PROPOSED UNDERGROUND COLLECTION 
PROPOSED BUFFER SCREENING 

Project Module Set· 8 

Item Ieauirea I 
~ 

FRONT 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SIDE/REAR 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SECTION LINE MINIMUM OF 58' (33' 63' 
FOR STATUTORY R.O.W. 

PLUS PUBLIC ROAD 
SETBACK) 

FENCE OUTSIDE OF ROW OUTSIDE OF ROW 
RESIDENCES 100' MIN. OF 100' 

NOTES: 
1. MINOR SURFACE SMOOTHING MAY OCCUR FOR SOLAR PANEL 

INSTALLATION 
2. CONTRACTOR SHALL INSTALL ALL PERIMETER EROSION AND 

SEDIMENT CONTROL DEVICES PRIOR TO UPSLOPE 
DISTURBANCE ACTIVITIES. 

3. SITE PREPARATION INCLUDES BUT IS NOT LIMITED TO 
CLEARING/GRUBBING, MINOR GRADING, COMPACTION, MOWING 
OF VEGETATION, AND RESTABILIZATION OF DISTURBED AREA. 

4. ACCESS ROADS WILL BE CONSTRUCTED TO MATCH THE 
SURROUNDING EXISTING GROUND ELEVATIONS TO ALLOW THE 
CONTINUATION OF DRAINAGE PATTERNS. 

5. OVERALL DRAINAGE PATTERNS WILL NOT BE ALTERED WITH 
SOLAR DEVELOPMENT. 

6. A SITE SPECIFIC SWPPP AND SPECIFIC BEST MANAGEMENT 
PRACTICES WILL BE PROVIDED WITH THE FINAL DESIGN. 

7. PROPOSED GRADING ESTIMATION: 185 ACRES 
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EXISTING STRUCTURE 

EXISTING VEGETATION 
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EXISTING SUBSTATION 

EXISTING RAILROAD 

EXISTING FARM ENTRANCES 

EXISTING DIRT TRAILS 

EXISTING WATER FEATURE 

EXISTING WEATHER STATION 

EXISTING COUNTY PARCEL LINE 
MODULE SETBACK LINE 

PROPOSED SOLAR ARRAY 

PROPOSED ELECTRICAL EQUIPMENT 

PROPOSED WEATHER STATION 

PROPOSED ACCESS ROAD 

PROPOSED SECURITY FENCE 

PROPOSED SILT FENCE 

PROPOSED LAYDOWN YARD 

PRAIRIE DOG AVOIDANCE AREA 

PROPOSED UNDERGROUND COLLECTION 
PROPOSED BUFFER SCREENING 

Project Module Set· 8 

Item lfeauired I 
~ 

FRONT 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SIDE/REAR 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SECTION LINE MINIMUM OF 58' (33' 63' 
FOR STATUTORY R.O.W. 

PLUS PUBLIC ROAD 
SETBACK) 

FENCE OUTSIDE OF ROW OUTSIDE OF ROW 
RESIDENCES 100' MIN. OF 100' 

NOTES: 
1. MINOR SURFACE SMOOTHING MAY OCCUR FOR SOLAR PANEL 

INSTALLATION 
2. CONTRACTOR SHALL INSTALL ALL PERIMETER EROSION AND 

SEDIMENT CONTROL DEVICES PRIOR TO UPSLOPE 
DISTURBANCE ACTIVITIES. 

3. SITE PREPARATION INCLUDES BUT IS NOT LIMITIED TO 
CLEARING/GRUBBING, MINOR GRADING, COMPACTION, MOWING 
OF VEGETATION, AND RESTABILIZATION OF DISTURBED AREA. 

4. ACCESS ROADS WILL BE CONSTRUCTED TO MATCH THE 
SURROUNDING EXISTING GROUND ELEVATIONS TO ALLOW THE 
CONTINUATION OF DRAINAGE PATTERNS. 

5. OVERALL DRAINAGE PATTERNS WILL NOT BE ALTERED WITH 
SOLAR DEVELOPMENT. 

6. A SITE SPECIFIC SWPPP AND SPECIFIC BEST MANAGEMENT 
PRACTICES WILL BE PROVIDED WITH THE FINAL DESIGN. 

7. PROPOSED GRADING ESTIMATION: 185 ACRES 
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Project Module Set· 8 

Item Ieauirea I 
~ 

FRONT 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SIDE/REAR 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SECTION LINE MINIMUM OF 58' (33' 63' 
FOR STATUTORY R.O.W. 

PLUS PUBLIC ROAD 
SETBACK) 

FENCE OUTSIDE OF ROW OUTSIDE OF ROW 
RESIDENCES 100' MIN. OF 100' 

NOTES: 
1. MINOR SURFACE SMOOTHING MAY OCCUR FOR SOLAR PANEL 

INSTALLATION 
2. CONTRACTOR SHALL INSTALL ALL PERIMETER EROSION AND 

SEDIMENT CONTROL DEVICES PRIOR TO UPSLOPE 
DISTURBANCE ACTIVITIES. 

3. SITE PREPARATION INCLUDES BUT IS NOT LIMITED TO 
CLEARING/GRUBBING, MINOR GRADING, COMPACTION, MOWING 
OF VEGETATION, AND RESTABILIZATION OF DISTURBED AREA. 

4. ACCESS ROADS WILL BE CONSTRUCTED TO MATCH THE 
SURROUNDING EXISTING GROUND ELEVATIONS TO ALLOW THE 
CONTINUATION OF DRAINAGE PATTERNS. 

5. OVERALL DRAINAGE PATTERNS WILL NOT BE ALTERED WITH 
SOLAR DEVELOPMENT. 

6. A SITE SPECIFIC SWPPP AND SPECIFIC BEST MANAGEMENT 
PRACTICES WILL BE PROVIDED WITH THE FINAL DESIGN. 

7. PROPOSED GRADING ESTIMATION: 185 ACRES 
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Project Module Set· 8 

Item Ieauirea I 
~ 

FRONT 25' OR 1.5X THE HEIGHT 30' 
OF 1HE STRUCTURE, 

WHICHEVER IS GREATER 

SIDE/REAR 25' OR 1.5X THE HEIGHT 30' 
OF 1HE STRUCTURE, 

WHICHEVER IS GREATER 

SECTION LINE MINIMUM OF 58' (33' 63' 
FOR STATUTORY R.O.W. 

PLUS PUBLIC ROAD 
SETBACK) 

FENCE OUTSIDE OF ROW OUTSIDE OF ROW 
RESIDENCES 100' MIN. OF 100' 

NOTES: 
1. MINOR SURFACE SMOOTHING MAY OCCUR FOR SOLAR PANEL 

INSTALLATION 
2. CONTRACTOR SHALL INSTALL ALL PERIMETER EROSION AND 

SEDIMENT CONTROL DEVICES PRIOR TO UPSLOPE 
DISTURBANCE ACTIVITIES. 

3. SITE PREPARATION INCLUDES BUT IS NOT LIMITIED TO 
CLEARING/GRUBBING, MINOR GRADING, COMPACTION, MOWING 
OF VEGETATION, AND RESTABILIZATION OF DISTURBED AREA. 

4. ACCESS ROADS WILL BE CONSTRUCTED TO MATCH THE 
SURROUNDING EXISTING GROUND ELEVATIONS TO ALLOW THE 
CONTINUATION OF DRAINAGE PATTERNS. 

5. OVERALL DRAINAGE PATTERNS WILL NOT BE ALTERED WITI-l 
SOLAR DEVELOPMENT. 

6. A SITE SPECIFIC SWPPP AND SPECIFIC BEST MANAGEMENT 
PRACTICES WILL BE PROVIDED WITH THE FINAL DESIGN. 

7. PROPOSED GRADING ESTIMATION: 185 ACRES 
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Project Module Set· 8 

Item Ieauirea I 
~ 

FRONT 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SIDE/REAR 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SECTION LINE MINIMUM OF 58' (33' 63' 
FOR STATUTORY R.O.W. 

PLUS PUBLIC ROAD 
SETBACK) 

FENCE OUTSIDE OF ROW OUTSIDE OF ROW 
RESIDENCES 100' MIN. OF 100' 

NOTES: 
1. MINOR SURFACE SMOOTHING MAY OCCUR FOR SOLAR PANEL 

INSTALLATION 
2. CONTRACTOR SHALL INSTALL ALL PERIMETER EROSION AND 

SEDIMENT CONTROL DEVICES PRIOR TO UPSLOPE 
DISTURBANCE ACTIVITIES. 

3. SITE PREPARATION INCLUDES BUT IS NOT LIMITIED TO 
CLEARING/GRUBBING, MINOR GRADING, COMPACTION, MOWING 
OF VEGETATION, AND RESTABILIZATION OF DISTURBED AREA. 

4. ACCESS ROADS WILL BE CONSTRUCTED TO MATCH THE 
SURROUNDING EXISTING GROUND ELEVATIONS TO ALLOW THE 
CONTINUATION OF DRAINAGE PATTERNS. 

5. OVERALL DRAINAGE PATTERNS WILL NOT BE ALTERED WITH 
SOLAR DEVELOPMENT. 

6. A SITE SPECIFIC SWPPP AND SPECIFIC BEST MANAGEMENT 
PRACTICES WILL BE PROVIDED WITH THE FINAL DESIGN. 

7. PROPOSED GRADING ESTIMATION: 185 ACRES 
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Project Module Sef 8 

Item "leauired. I 
~ 

FRONT 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SIDE/REAR 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SECTION LINE MINIMUM OF 58' (33' 63' 
FOR STATUTORY R.O.W. 

PLUS PUBLIC ROAD 
SETBACK) 

FENCE OUTSIDE OF ROW OUTSIDE OF ROW 
RESIDENCES 100' MIN. OF 100' 

NOTES: 
1. MINOR SURFACE SMOOTHING MAY OCCUR FOR SOLAR PANEL 

INSTALLATION 
2. CONTRACTOR SHALL INSTALL ALL PERIMETER EROSION AND 

SEDIMENT CONTROL DEVICES PRIOR TO UPSLOPE 
DISTURBANCE ACTIVITIES. 

3. SITE PREPARATION INCLUDES BUT IS NOT LIMITED TO 
CLEARING/GRUBBING, MINOR GRADING, COMPACTION, MOWING 
OF VEGETATION, AND RESTABILIZATION OF DISTURBED AREA. 

4. ACCESS ROADS WILL BE CONSTRUCTED TO MATCH THE 
SURROUNDING EXISTING GROUND ELEVATIONS TO ALLOW THE 
CONTINUATION OF DRAINAGE PATTERNS. 

5. OVERALL DRAINAGE PATTERNS WILL NOT BE ALTERED WITH 
SOLAR DEVELOPMENT. 

6. A SITE SPECIFIC SWPPP AND SPECIFIC BEST MANAGEMENT 
PRACTICES WILL BE PROVIDED WITH THE FINAL DESIGN. 

7. PROPOSED GRADING ESTIMATION: 185 ACRES 
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Project Module Set· 8 

Item "Reauired I 
~ 

FRONT 25' OR 1.5X THE HEIGHT 30' 
OF lliE STRUCTURE, 

WHICHEVER IS GREATER 

SIDE/REAR 25' OR 1.5X THE HEIGHT 30' 
OF lliE STRUCTURE, 

WHICHEVER IS GREATER 

SECTION LINE MINIMUM OF 58' (33' 63' 
FOR STATUTORY R.O.W. 

PLUS PUBLIC ROAD 
SETBACK) 

FENCE OUTSIDE OF ROW OUTSIDE OF ROW 
RESIDENCES 100' MIN. OF 100' 

NOTES: 
1. MINOR SURFACE SMOOTHING MAY OCCUR FOR SOLAR PANEL 

INSTALLATION 
2. CONTRACTOR SHALL INSTALL ALL PERIMETER EROSION AND 

SEDIMENT CONTROL DEVICES PRIOR TO UPSLOPE 
DISTURBANCE ACTIVITIES. 

3. SITE PREPARATION INCLUDES BUT IS NOT LIMITIED TO 
CLEARING/GRUBBING, MINOR GRADING, COMPACTION, MOWING 
OF VEGETATION, AND RESTABILIZATION OF DISTURBED AREA. 

4. ACCESS ROADS WILL BE CONSTRUCTED TO MATCH THE 
SURROUNDING EXISTING GROUND ELEVATIONS TO ALLOW THE 
CONTINUATION OF DRAINAGE PATTERNS. 

5. OVERALL DRAINAGE PATTERNS WILL NOT BE ALTERED WITI--l 
SOLAR DEVELOPMENT. 

6. A SITE SPECIFIC SWPPP AND SPECIFIC BEST MANAGEMENT 
PRACTICES WILL BE PROVIDED WITH THE FINAL DESIGN. 

7. PROPOSED GRADING ESTIMATION: 185 ACRES 
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Project Module Set· 8 

Item "leauirea • ~ 
FRONT 25' OR 1.5X THE HEIGHT 30' 

OF THE STRUCTURE, 
WHICHEVER IS GREATER 

SIDE/REAR 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SECTION LINE MINIMUM OF 58' (33' 63' 
FOR STATUTORY R.O.W. 

PLUS PUBLIC ROAD 
SETBACK) 

FENCE OUTSIDE OF ROW OUTSIDE OF ROW 
RESIDENCES 100' MIN. OF 100' 

NOTES: 
1. MINOR SURFACE SMOOTHING MAY OCCUR FOR SOLAR PANEL 

INSTALLATION 
2. CONTRACTOR SHALL INSTALL ALL PERIMETER EROSION AND 

SEDIMENT CONTROL DEVICES PRIOR TO UPSLOPE 
DISTURBANCE ACTIVITIES. 

3. SITE PREPARATION INCLUDES BUT IS NOT LIMITIED TO 
CLEARING/GRUBBING, MINOR GRADING, COMPACTION, MOWING 
OF VEGETATION, AND RESTABILIZATION OF DISTURBED AREA. 

4. ACCESS ROADS WILL BE CONSTRUCTED TO MATCH THE 
SURROUNDING EXISTING GROUND ELEVATIONS TO ALLOW THE 
CONTINUATION OF DRAINAGE PATTERNS. 

5. OVERALL DRAINAGE PATTERNS WILL NOT BE ALTERED WITI-l 
SOLAR DEVELOPMENT. 

6. A SITE SPECIFIC SWPPP AND SPECIFIC BEST MANAGEMENT 
PRACTICES WILL BE PROVIDED WITH THE FINAL DESIGN. 

7. PROPOSED GRADING ESTIMATION: 185 ACRES 
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Item "leauirea I 
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FRONT 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SIDE/REAR 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SECTION LINE MINIMUM OF 58' (33' 63' 
FOR STATUTORY R.O.W. 

PLUS PUBLIC ROAD 
SETBACK) 

FENCE OUTSIDE OF ROW OUTSIDE OF ROW 
RESIDENCES 100' MIN. OF 100' 

NOTES: 
1. MINOR SURFACE SMOOTHING MAY OCCUR FOR SOLAR PANEL 

INSTALLATION 
2. CONTRACTOR SHALL INSTALL ALL PERIMETER EROSION AND 

SEDIMENT CONTROL DEVICES PRIOR TO UPSLOPE 
DISTURBANCE ACTIVITIES. 

3. SITE PREPARATION INCLUDES BUT IS NOT LIMITED TO 
CLEARING/GRUBBING, MINOR GRADING, COMPACTION, MOWING 
OF VEGETATION, AND RESTABILIZATION OF DISTURBED AREA. 

4. ACCESS ROADS WILL BE CONSTRUCTED TO MATCH THE 
SURROUNDING EXISTING GROUND ELEVATIONS TO ALLOW THE 
CONTINUATION OF DRAINAGE PATTERNS. 

5. OVERALL DRAINAGE PATTERNS WILL NOT BE ALTERED WITH 
SOLAR DEVELOPMENT. 

6. A SITE SPECIFIC SWPPP AND SPECIFIC BEST MANAGEMENT 
PRACTICES WILL BE PROVIDED WITH THE FINAL DESIGN. 

7. PROPOSED GRADING ESTIMATION: 185 ACRES 
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Project Module Set· 8 

Item Ieauirea I 
~ 

FRONT 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SIDE/REAR 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SECTION LINE MINIMUM OF 58' (33' 63' 
FOR STATUTORY R.O.W. 

PLUS PUBLIC ROAD 
SETBACK) 

FENCE OUTSIDE OF ROW OUTSIDE OF ROW 
RESIDENCES 100' MIN. OF 100' 

NOTES: 
1. MINOR SURFACE SMOOTHING MAY OCCUR FOR SOLAR PANEL 

INSTALLATION 
2. CONTRACTOR SHALL INSTALL ALL PERIMETER EROSION AND 

SEDIMENT CONTROL DEVICES PRIOR TO UPSLOPE 
DISTURBANCE ACTIVITIES. 

3. SITE PREPARATION INCLUDES BUT IS NOT LIMITIED TO 
CLEARING/GRUBBING, MINOR GRADING, COMPACTION, MOWING 
OF VEGETATION, AND RESTABILIZATION OF DISTURBED AREA. 

4. ACCESS ROADS WILL BE CONSTRUCTED TO MATCH THE 
SURROUNDING EXISTING GROUND ELEVATIONS TO ALLOW THE 
CONTINUATION OF DRAINAGE PATTERNS. 

5. OVERALL DRAINAGE PATTERNS WILL NOT BE ALTERED WITH 
SOLAR DEVELOPMENT. 

6. A SITE SPECIFIC SWPPP AND SPECIFIC BEST MANAGEMENT 
PRACTICES WILL BE PROVIDED WITH THE FINAL DESIGN. 

7. PROPOSED GRADING ESTIMATION: 185 ACRES 
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Project Module Set· 8 

Item Ieauirea I 
~ 

FRONT 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SIDE/REAR 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SECTION LINE MINIMUM OF 58' (33' 63' 
FOR STATUTORY R.O.W. 

PLUS PUBLIC ROAD 
SETBACK) 

FENCE OUTSIDE OF ROW OUTSIDE OF ROW 
RESIDENCES 100' MIN. OF 100' 

NOTES: 
1. MINOR SURFACE SMOOTHING MAY OCCUR FOR SOLAR PANEL 

INSTALLATION 
2. CONTRACTOR SHALL INSTALL ALL PERIMETER EROSION AND 

SEDIMENT CONTROL DEVICES PRIOR TO UPSLOPE 
DISTURBANCE ACTIVITIES. 

3. SITE PREPARATION INCLUDES BUT IS NOT LIMITED TO 
CLEARING/GRUBBING, MINOR GRADING, COMPACTION, MOWING 
OF VEGETATION, AND RESTABILIZATION OF DISTURBED AREA. 

4. ACCESS ROADS WILL BE CONSTRUCTED TO MATCH THE 
SURROUNDING EXISTING GROUND ELEVATIONS TO ALLOW THE 
CONTINUATION OF DRAINAGE PATTERNS. 

5. OVERALL DRAINAGE PATTERNS WILL NOT BE ALTERED WITH 
SOLAR DEVELOPMENT. 

6. A SITE SPECIFIC SWPPP AND SPECIFIC BEST MANAGEMENT 
PRACTICES WILL BE PROVIDED WITH THE FINAL DESIGN. 

7. PROPOSED GRADING ESTIMATION: 185 ACRES 
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PROPOSED ELECTRICAL EQUIPMENT 

PROPOSED WEATHER STATION 

PROPOSED ACCESS ROAD 

PROPOSED SECURITY FENCE 

PROPOSED SILT FENCE 

PROPOSED LAYDOWN YARD 

PRAIRIE DOG AVOIDANCE AREA 

PROPOSED UNDERGROUND COLLECTION 
PROPOSED BUFFER SCREENING 

Project Module Set· 8 

Item "Reauired I igned 
FRONT 25' OR 1.5X THE HEIGHT 30' 

OF THE STRUCTURE, 
WHICHEVER IS GREATER 

SIDE/REAR 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SECTION LINE MINIMUM OF 58' (33' 63' 
FOR STATUTORY R.O.W. 

PLUS PUBLIC ROAD 
SETBACK) 

FENCE OUTSIDE OF ROW OUTSIDE OF ROW 
RESIDENCES 100' MIN. OF 100' 

NOTES: 
1. MINOR SURFACE SMOOTHING MAY OCCUR FOR SOLAR PANEL 

INSTALLATION 
2. CONTRACTOR SHALL INSTALL ALL PERIMETER EROSION AND 

SEDIMENT CONTROL DEVICES PRIOR TO UPSLOPE 
DISTURBANCE ACTIVITIES. 

3. SITE PREPARATION INCLUDES BUT IS NOT LIMITIED TO 
CLEARING/GRUBBING, MINOR GRADING, COMPACTION, MOWING 
OF VEGETATION, AND RESTABILIZATION OF DISTURBED AREA. 

4. ACCESS ROADS WILL BE CONSTRUCTED TO MATCH THE 
SURROUNDING EXISTING GROUND ELEVATIONS TO ALLOW THE 
CONTINUATION OF DRAINAGE PATTERNS. 

5. OVERALL DRAINAGE PATTERNS WILL NOT BE ALTERED WITI-l 
SOLAR DEVELOPMENT. 

6. A SITE SPECIFIC SWPPP AND SPECIFIC BEST MANAGEMENT 
PRACTICES WILL BE PROVIDED WITH THE FINAL DESIGN. 

7. PROPOSED GRADING ESTIMATION: 185 ACRES 
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PROPOSED SOLAR ARRAY 

PROPOSED ELECTRICAL EQUIPMENT 

PROPOSED WEATHER STATION 

PROPOSED ACCESS ROAD 
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PROPOSED SILT FENCE 

PROPOSED LAYDOWN YARD 

PRAIRIE DOG AVOIDANCE AREA 

PROPOSED UNDERGROUND COLLECTION 
PROPOSED BUFFER SCREENING 

Project Module Set· 8 

Item Ieauirea I 
~ 

FRONT 25' OR 1-5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 
SIDE/REAR 25' OR 1_5X THE HEIGHT 30' 

OF THE STRUCTURE, 
WHICHEVER IS GREATER 

SECTION LINE MINIMUM OF 58' (33' 63' 
FOR STATUTORY R_o_w_ 

PLUS PUBLIC ROAD 
SETBACK) 

FENCE OUTSIDE OF ROW OUTSIDE OF ROW 
RESIDENCES 100' MIN. OF 100' 

NOTES: 
1_ MINOR SURFACE SMOOTHING MAY OCCUR FOR SOLAR PANEL 

INSTALLATION 
2- CONTRACTOR SHALL INSTALL ALL PERIMETER EROSION AND 

SEDIMENT CONTROL DEVICES PRIOR TO UPSLOPE 
DISTURBANCE ACTIVITIES. 

3_ SITE PREPARATION INCLUDES BUT IS NOT LIMITIED TO 
CLEARING/GRUBBING, MINOR GRADING, COMPACTION, MOWING 
OF VEGETATION, AND RESTABILIZATION OF DISTURBED AREA. 

4. ACCESS ROADS WILL BE CONSTRUCTED TO MATCH THE 
SURROUNDING EXISTING GROUND ELEVATIONS TO ALLOW THE 
CONTINUATION OF DRAINAGE PATTERNS. 

5. OVERALL DRAINAGE PATTERNS WILL NOT BE ALTERED WITH 
SOLAR DEVELOPMENT. 

6. A SITE SPECIFIC SWPPP AND SPECIFIC BEST MANAGEMENT 
PRACTICES WILL BE PROVIDED WITH THE FINAL DESIGN. 

7. PROPOSED GRADING ESTIMATION: 185 ACRES 

KEY MAP 

C.214 

o· 100' 

-- -- ---, 
C.222 1 C.223 I C 4 I 

I I I - I 
L - __ ..J 

I I 
I c,225 I 
L.: __ :.J 

200' 300' 

Westwood 
westwoodps.com 

Westwood Professional Services. Inc. 

EM lifi!IAi 

Prepared for. 

((_@J 
GERONIMO" 

ENERGY 
a nationalgrid company 

JUI 

8400 Normandale Lab Boulevard, SUite 12IIO 
Bloomingtml, MN 55437 

Wild Springs 
Solar 
Pennington County, SD 

Site Plan-16 

Not for Construction 

Date: 05/06/'lO'lO 

Sheet: c.215 



Phone (952) 937-5150 12701 Whitewater Drive, Suite #300
Fax (952) 937-5822 Minnetonka, MN 55343
Toll Free (888) 937-5150

A 

B 

C 

D 

E 

F 

G 

H 

h\ 
CD N 
<D 
m 
N 

\ 
\ 

\ 
I 
} 

I 
I 

2 3 4 5 

SEE SHEET C.220 

I 
I 
\ 
\ 
I ~ 

I 
/ 

/ 
/ 

--

6 

,..... 

I l 
I I 

\ 

\ 

,,,-- / " / -

\ 
\ 

I 
I 
\ 
\.... .....__ 

\ 
\ 
I 

0 

IX) 
~ 

N 
cj 

f-w 
w 
I 
rn 
w w 
rn 

7 

LEGEND: 

--FOH--

C ·-·ZJ ........ . - . . . . . .. . - . 

--t:,.--

• • , t • • ' • • • • i*C i .,. I *Clii71 

E ···-···:::::i ............ .. -.. -.-~ ._ ...... . 
• 

• 

-··--·-
--SF--

--P-PUG;--

8 

PROJECT BOUNDARY LINE 

EXISTING SECTION LINE 

EXISTING EASEMENT LINE 

EXISTING OVERHEAD POWER LINE 

EXISTING PAVED ROAD 

EXISTING GRAVEL ROAD 

EXISTING WETLAND 

EXISTING STRUCTURE 

EXISTING VEGETATION 

EXISTING NO BUILD AREA 

EXISTING SUBSTATION 

EXISTING RAILROAD 

EXISTING FARM ENTRANCES 

EXISTING DIRT TRAILS 

EXISTING WATER FEATURE 

EXISTING WEATHER STATION 

EXISTING COUNTY PARCEL LINE 
MODULE SETBACK LINE 

PROPOSED SOLAR ARRAY 

PROPOSED ELECTRICAL EQUIPMENT 

PROPOSED WEATHER STATION 
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Project Module Set· 8 

Item Ieauirea I 
~ 

FRONT 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SIDE/REAR 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SECTION LINE MINIMUM OF 58' (33' 63' 
FOR STATUTORY R.O.W. 

PLUS PUBLIC ROAD 
SETBACK) 

FENCE OUTSIDE OF ROW OUTSIDE OF ROW 
RESIDENCES 100' MIN. OF 100' 

NOTES: 
1. MINOR SURFACE SMOOTHING MAY OCCUR FOR SOLAR PANEL 

INSTALLATION 
2. CONTRACTOR SHALL INSTALL ALL PERIMETER EROSION AND 

SEDIMENT CONTROL DEVICES PRIOR TO UPSLOPE 
DISTURBANCE ACTIVITIES. 

3. SITE PREPARATION INCLUDES BUT IS NOT LIMITIED TO 
CLEARING/GRUBBING, MINOR GRADING, COMPACTION, MOWING 
OF VEGETATION, AND RESTABILIZATION OF DISTURBED AREA. 

4. ACCESS ROADS WILL BE CONSTRUCTED TO MATCH THE 
SURROUNDING EXISTING GROUND ELEVATIONS TO ALLOW THE 
CONTINUATION OF DRAINAGE PATTERNS. 

5. OVERALL DRAINAGE PATTERNS WILL NOT BE ALTERED WITI-l 
SOLAR DEVELOPMENT. 

6. A SITE SPECIFIC SWPPP AND SPECIFIC BEST MANAGEMENT 
PRACTICES WILL BE PROVIDED WITH THE FINAL DESIGN. 

7. PROPOSED GRADING ESTIMATION: 185 ACRES 
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Project Module Set· 8 

Item Ieauirea I 
~ 

FRONT 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SIDE/REAR 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SECTION LINE MINIMUM OF 58' (33' 63' 
FOR STATUTORY R.O.W. 

PLUS PUBLIC ROAD 
SETBACK) 

FENCE OUTSIDE OF ROW OUTSIDE OF ROW 
RESIDENCES 100' MIN. OF 100' 

NOTES: 
1. MINOR SURFACE SMOOTHING MAY OCCUR FOR SOLAR PANEL 

INSTALLATION 
2. CONTRACTOR SHALL INSTALL ALL PERIMETER EROSION AND 

SEDIMENT CONTROL DEVICES PRIOR TO UPSLOPE 
DISTURBANCE ACTIVITIES. 

3. SITE PREPARATION INCLUDES BUT IS NOT LIMITIED TO 
CLEARING/GRUBBING, MINOR GRADING, COMPACTION, MOWING 
OF VEGETATION, AND RESTABILIZATION OF DISTURBED AREA. 

4. ACCESS ROADS WILL BE CONSTRUCTED TO MATCH THE 
SURROUNDING EXISTING GROUND ELEVATIONS TO ALLOW THE 
CONTINUATION OF DRAINAGE PATTERNS. 

5. OVERALL DRAINAGE PATTERNS WILL NOT BE ALTERED WITI-l 
SOLAR DEVELOPMENT. 

6. A SITE SPECIFIC SWPPP AND SPECIFIC BEST MANAGEMENT 
PRACTICES WILL BE PROVIDED WITH THE FINAL DESIGN. 

7. PROPOSED GRADING ESTIMATION: 185 ACRES 
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PROJECT BOUNDARY LINE 

EXISTING SECTION LINE 

EXISTING EASEMENT LINE 

EXISTING OVERHEAD POWER LINE 

EXISTING PAVED ROAD 

EXISTING GRAVEL ROAD 

EXISTING WETLAND 

EXISTING STRUCTURE 

EXISTING VEGETATION 

EXISTING NO BUILD AREA 

EXISTING SUBSTATION 

EXISTING RAILROAD 

EXISTING FARM ENTRANCES 

EXISTING DIRT TRAILS 

EXISTING WATER FEATURE 

EXISTING WEATHER STATION 

EXISTING COUNTY PARCEL LINE 
MODULE SETBACK LINE 

PROPOSED SOLAR ARRAY 

PROPOSED ELECTRICAL EQUIPMENT 

PROPOSED WEATHER STATION 

PROPOSED ACCESS ROAD 

PROPOSED SECURITY FENCE 

PROPOSED SILT FENCE 

PROPOSED LAYDOWN YARD 

PRAIRIE DOG AVOIDANCE AREA 

PROPOSED UNDERGROUND COLLECTION 
PROPOSED BUFFER SCREENING 

Project Module Set· 8 

Item Ieauirea I 
~ 

FRONT 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SIDE/REAR 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SECTION LINE MINIMUM OF 58' (33' 63' 
FOR STATUTORY R.O.W. 

PLUS PUBLIC ROAD 
SETBACK) 

FENCE OUTSIDE OF ROW OUTSIDE OF ROW 
RESIDENCES 100' MIN. OF 100' 

NOTES: 
1. MINOR SURFACE SMOOTHING MAY OCCUR FOR SOLAR PANEL 

INSTALLATION 
2. CONTRACTOR SHALL INSTALL ALL PERIMETIER EROSION AND 

SEDIMENT CONTROL DEVICES PRIOR TO UPSLOPE 
DISTURBANCE ACTIVITIES. 

3. SITE PREPARATION INCLUDES BUT IS NOT LIMITIED TO 
CLEARING/GRUBBING, MINOR GRADING, COMPACTION, MOWING 
OF VEGETATION, AND RESTABILIZATION OF DISTURBED AREA. 

4. ACCESS ROADS WILL BE CONSTRUCTED TO MATCH THE 
SURROUNDING EXISTING GROUND ELEVATIONS TO ALLOW THE 
CONTINUATION OF DRAINAGE PATTERNS. 

5. OVERALL DRAINAGE PATTERNS WILL NOT BE ALTERED WITH 
SOLAR DEVELOPMENT. 

6. A SITE SPECIFIC SWPPP AND SPECIFIC BEST MANAGEMENT 
PRACTICES WILL BE PROVIDED WITH THE FINAL DESIGN. 

7. PROPOSED GRADING ESTIMATION: 185 ACRES 
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PROJECT BOUNDARY LINE 

EXISTING SECTION LINE 

EXISTING EASEMENT LINE 

EXISTING OVERHEAD POWER LINE 

EXISTING PAVED ROAD 

EXISTING GRAVEL ROAD 

EXISTING WETI.AND 

EXISTING STRUCTURE 

EXISTING VEGETATION 

EXISTING NO BUILD AREA 

EXISTING SUBSTATION 

EXISTING RAILROAD 

EXISTING FARM ENTRANCES 

EXISTING DIRT TRAILS 

EXISTING WATER FEATURE 

EXISTING WEATHER STATION 

EXISTING COUNTY PARCEL LINE 
MODULE SETBACK LINE 

PROPOSED SOLAR ARRAY 

PROPOSED ELECTRICAL EQUIPMENT 

PROPOSED WEATHER STATION 

PROPOSED ACCESS ROAD 

PROPOSED SECURITY FENCE 

PROPOSED SILT FENCE 

PROPOSED LAYDOWN YARD 

PRAIRIE DOG AVOIDANCE AREA 

PROPOSED UNDERGROUND COLLECTION 
PROPOSED BUFFER SCREENING 

Project Module Set· 8 

Item Ieauirea I 
~ 

FRONT 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREA1ER 

SIDE/REAR 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREA1ER 

SECTION LINE MINIMUM OF 58' (33' 63' 
FOR STATUTORY R.O.W. 

PLUS PUBLIC ROAD 
SETBACK) 

FENCE OUTSIDE OF ROW OUTSIDE OF ROW 
RESIDENCES 100' MIN. OF 100' 

NOTES: 
1. MINOR SURFACE SMOOTHING MAY OCCUR FOR SOLAR PANEL 

INSTALLATION 
2. CONTRACTOR SHALL INSTALL ALL PERIME1ER EROSION AND 

SEDIMENT CONTROL DEVICES PRIOR TO UPSLOPE 
DISTURBANCE ACTIVITIES. 

3. Sl1E PREPARATION INCLUDES BUT IS NOT LIMITIED TO 
CLEARING/GRUBBING, MINOR GRADING, COMPACTION, MOWING 
OF VEGETATION, AND RESTABILIZATION OF DISTURBED AREA. 

4. ACCESS ROADS WILL BE CONSTRUCTED TO MATCH THE 
SURROUNDING EXISTING GROUND ELEVATIONS TO ALLOW THE 
CONTINUATION OF DRAINAGE PATTERNS. 

5. OVERALL DRAINAGE PAT1ERNS WILL NOT BE AL1ERED WITH 
SOLAR DEVELOPMENT. 

6. A SITE SPECIFIC SWPPP AND SPECIFIC BEST MANAGEMENT 
PRACTICES WILL BE PROVIDED WITH THE FINAL DESIGN. 

7. PROPOSED GRADING ESTIMATION: 185 ACRES 
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PROJECT BOUNDARY LINE 

EXISTING SECTION LINE 
EXISTING EASEMENT LINE 
EXISTING OVERHEAD POWER LINE 

EXISTING PAVED ROAD 

EXISTING GRAVEL ROAD 

EXISTING WETLAND 

EXISTING STRUCTURE 

EXISTING VEGETATION 

EXISTING NO BUILD AREA 

EXISTING SUBSTATION 

EXISTING RAILROAD 

EXISTING FARM ENTRANCES 

EXISTING DIRT TRAILS 

EXISTING WATER FEATURE 

EXISTING WEATHER STATION 
EXISTING COUNTY PARCEL LINE 
MODULE SETBACK LINE 

PROPOSED SOLAR ARRAY 

PROPOSED ELECTRICAL EQUIPMENT 

PROPOSED WEATHER STATION 

PROPOSED ACCESS ROAD 

PROPOSED SECURITY FENCE 
PROPOSED SILT FENCE 

PROPOSED LAYDOWN YARD 

PRAIRIE DOG AVOIDANCE AREA 

PROPOSED UNDERGROUND COLLECTION 
PROPOSED BUFFER SCREENING 

Project Module Set· 8 

Item Ieauirea I 
~ 

FRONT 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 
SIDE/REAR 25' OR 1.5X THE HEIGHT 30' 

OF THE STRUCTURE, 
WHICHEVER IS GREATER 

SECTION LINE MINIMUM OF 58' (33' 63' 
FOR STATUTORY R.O.W. 

PLUS PUBLIC ROAD 
SETBACK) 

FENCE OUTSIDE OF ROW OUTSIDE OF ROW 
RESIDENCES 100' MIN. OF 100' 

NOTES: 
1. MINOR SURFACE SMOOTHING MAY OCCUR FOR SOLAR PANEL 

INSTALLATION 
2. CONTRACTOR SHALL INSTALL ALL PERIMETER EROSION AND 

SEDIMENT CONTROL DEVICES PRIOR TO UPSLOPE 
DISTURBANCE ACTIVITIES. 

3. SITE PREPARATION INCLUDES BUT IS NOT LIMITED TO 
CLEARING/GRUBBING, MINOR GRADING, COMPACTION, MOWING 
OF VEGETATION, AND RESTABILIZATION OF DISTURBED AREA. 

4. ACCESS ROADS WILL BE CONSTRUCTED TO MATCH THE 
SURROUNDING EXISTING GROUND ELEVATIONS TO ALLOW THE 
CONTINUATION OF DRAINAGE PATTERNS. 

5. OVERALL DRAINAGE PATTERNS WILL NOT BE ALTERED WITI--l 
SOLAR DEVELOPMENT. 

6. A SITE SPECIFIC SWPPP AND SPECIFIC BEST MANAGEMENT 
PRACTICES WILL BE PROVIDED WITH THE FINAL DESIGN. 

7. PROPOSED GRADING ESTIMATION: 185 ACRES 
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EXISTING OVERHEAD POWER LINE 

EXISTING PAVED ROAD 
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EXISTING VEGETATION 

EXISTING NO BUILD AREA 

EXISTING SUBSTATION 

EXISTING RAILROAD 

EXISTING FARM ENTRANCES 

EXISTING DIRT TRAILS 

EXISTING WATER FEATURE 

EXISTING WEATHER STATION 

EXISTING COUNTY PARCEL LINE 
MODULE SETBACK LINE 

PROPOSED SOLAR ARRAY 

PROPOSED ELECTRICAL EQUIPMENT 

PROPOSED WEATHER STATION 

PROPOSED ACCESS ROAD 

PROPOSED SECURITY FENCE 

PROPOSED SILT FENCE 

PROPOSED LAYDOWN YARD 

PRAIRIE DOG AVOIDANCE AREA 

PROPOSED UNDERGROUND COLLECTION 
PROPOSED BUFFER SCREENING 

Project Module Set· 8 

Item Ieauirea I 
~ 

FRONT 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SIDE/REAR 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SECTION LINE MINIMUM OF 58' (33' 63' 
FOR STATUTORY R.O.W. 

PLUS PUBLIC ROAD 
SETBACK) 

FENCE OUTSIDE OF ROW OUTSIDE OF ROW 
RESIDENCES 100' MIN. OF 100' 

NOTES: 
1. MINOR SURFACE SMOOTHING MAY OCCUR FOR SOLAR PANEL 

INSTALLATION 
2. CONTRACTOR SHALL INSTALL ALL PERIMETER EROSION AND 

SEDIMENT CONTROL DEVICES PRIOR TO UPSLOPE 
DISTURBANCE ACTIVITIES. 

3. SITE PREPARATION INCLUDES BUT IS NOT LIMITIED TO 
CLEARING/GRUBBING, MINOR GRADING, COMPACTION, MOWING 
OF VEGETATION, AND RESTABILIZATION OF DISTURBED AREA. 

4. ACCESS ROADS WILL BE CONSTRUCTED TO MATCH THE 
SURROUNDING EXISTING GROUND ELEVATIONS TO ALLOW THE 
CONTINUATION OF DRAINAGE PATTERNS. 

5. OVERALL DRAINAGE PATTERNS WILL NOT BE ALTERED WITI-l 
SOLAR DEVELOPMENT. 

6. A SITE SPECIFIC SWPPP AND SPECIFIC BEST MANAGEMENT 
PRACTICES WILL BE PROVIDED WITH THE FINAL DESIGN. 

7. PROPOSED GRADING ESTIMATION: 185 ACRES 
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EXISTING OVERHEAD POWER LINE 

EXISTING PAVED ROAD 

EXISTING GRAVEL ROAD 

EXISTING WETI.AND 
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EXISTING VEGETATION 

EXISTING NO BUILD AREA 

EXISTING SUBSTATION 

EXISTING RAILROAD 

EXISTING FARM ENTRANCES 
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EXISTING WATER FEATURE 

EXISTING WEATHER STATION 
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MODULE SETBACK LINE 

PROPOSED SOLAR ARRAY 

PROPOSED ELECTRICAL EQUIPMENT 

PROPOSED WEATHER STATION 

PROPOSED ACCESS ROAD 
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PROPOSED SILT FENCE 
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Project Module Set· 8 

Item "leauirea I 
~ 

FRONT 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SIDE/REAR 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SECTION LINE MINIMUM OF 58' (33' 63' 
FOR STATUTORY R.O.W. 

PLUS PUBLIC ROAD 
SETBACK) 

FENCE OUTSIDE OF ROW OUTSIDE OF ROW 
RESIDENCES 100' MIN. OF 100' 

NOTES: 
1. MINOR SURFACE SMOOTHING MAY OCCUR FOR SOLAR PANEL 

INSTALLATION 
2. CONTRACTOR SHALL INSTALL ALL PERIMETER EROSION AND 

SEDIMENT CONTROL DEVICES PRIOR TO UPSLOPE 
DISTURBANCE ACTIVITIES. 

3. SITE PREPARATION INCLUDES BUT IS NOT LIMITIED TO 
CLEARING/GRUBBING, MINOR GRADING, COMPACTION, MOWING 
OF VEGETATION, AND RESTABILIZATION OF DISTURBED AREA. 

4. ACCESS ROADS WILL BE CONSTRUCTED TO MATCH THE 
SURROUNDING EXISTING GROUND ELEVATIONS TO ALLOW THE 
CONTINUATION OF DRAINAGE PATTERNS. 

5. OVERALL DRAINAGE PATTERNS WILL NOT BE ALTERED WITI-l 
SOLAR DEVELOPMENT. 

6. A SITE SPECIFIC SWPPP AND SPECIFIC BEST MANAGEMENT 
PRACTICES WILL BE PROVIDED WITH THE FINAL DESIGN. 

7. PROPOSED GRADING ESTIMATION: 185 ACRES 
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EXISTING DIRT TRAILS 

EXISTING WATER FEATURE 

EXISTING WEATHER STATION 

EXISTING COUNTY PARCEL LINE 
MODULE SETBACK LINE 

PROPOSED SOLAR ARRAY 

PROPOSED ELECTRICAL EQUIPMENT 

PROPOSED WEATHER STATION 

PROPOSED ACCESS ROAD 

PROPOSED SECURITY FENCE 

PROPOSED SILT FENCE 

PROPOSED LAYDOWN YARD 

PRAIRIE DOG AVOIDANCE AREA 

PROPOSED UNDERGROUND COLLECTION 
PROPOSED BUFFER SCREENING 

Project Module Set· 8 

Item Ieauirea I 
~ 

FRONT 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SIDE/REAR 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SECTION LINE MINIMUM OF 58' (33' 63' 
FOR STATUTORY R.O.W. 

PLUS PUBLIC ROAD 
SETBACK) 

FENCE OUTSIDE OF ROW OUTSIDE OF ROW 
RESIDENCES 100' MIN. OF 100' 

NOTES: 
1. MINOR SURFACE SMOOTHING MAY OCCUR FOR SOLAR PANEL 

INSTALLATION 
2. CONTRACTOR SHALL INSTALL ALL PERIMETER EROSION AND 

SEDIMENT CONTROL DEVICES PRIOR TO UPSLOPE 
DISTURBANCE ACTIVITIES. 

3. SITE PREPARATION INCLUDES BUT IS NOT LIMITIED TO 
CLEARING/GRUBBING, MINOR GRADING, COMPACTION, MOWING 
OF VEGETATION, AND RESTABILIZATION OF DISTURBED AREA. 

4. ACCESS ROADS WILL BE CONSTRUCTED TO MATCH THE 
SURROUNDING EXISTING GROUND ELEVATIONS TO ALLOW THE 
CONTINUATION OF DRAINAGE PATTERNS. 

5. OVERALL DRAINAGE PATTERNS WILL NOT BE ALTERED WITI-l 
SOLAR DEVELOPMENT. 

6. A SITE SPECIFIC SWPPP AND SPECIFIC BEST MANAGEMENT 
PRACTICES WILL BE PROVIDED WITH THE FINAL DESIGN. 

7. PROPOSED GRADING ESTIMATION: 185 ACRES 

KEY MAP 
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PROJECT BOUNDARY LINE 

EXISTING SECTION LINE 

EXISTING EASEMENT LINE 

EXISTING OVERHEAD POWER LINE 

EXISTING PAVED ROAD 

EXISTING GRAVEL ROAD 

EXISTING WETLAND 

EXISTING STRUCTURE 

EXISTING VEGETATION 

EXISTING NO BUILD AREA 

EXISTING SUBSTATION 

EXISTING RAILROAD 

EXISTING FARM ENTRANCES 

EXISTING DIRT TRAILS 

EXISTING WATER FEATURE 

EXISTING WEATHER STATION 

EXISTING COUNTY PARCEL LINE 
MODULE SETBACK LINE 

PROPOSED SOLAR ARRAY 

PROPOSED ELECTRICAL EQUIPMENT 

PROPOSED WEATHER STATION 

PROPOSED ACCESS ROAD 

PROPOSED SECURITY FENCE 

PROPOSED SILT FENCE 

PROPOSED LAYDOWN YARD 

PRAIRIE DOG AVOIDANCE AREA 

PROPOSED UNDERGROUND COLLECTION 
PROPOSED BUFFER SCREENING 

Project Module Set· 8 

Item Ieauirea I 
~ 

FRONT 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SIDE/REAR 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SECTION LINE MINIMUM OF 58' (33' 63' 
FOR STATUTORY R.O.W. 

PLUS PUBLIC ROAD 
SETBACK) 

FENCE OUTSIDE OF ROW OUTSIDE OF ROW 
RESIDENCES 100' MIN. OF 100' 

NOTES: 
1. MINOR SURFACE SMOOTHING MAY OCCUR FOR SOLAR PANEL 

INSTALLATION 
2. CONTRACTOR SHALL INSTALL ALL PERIMETER EROSION AND 

SEDIMENT CONTROL DEVICES PRIOR TO UPSLOPE 
DISTURBANCE ACTIVITIES. 

3. SITE PREPARATION INCLUDES BUT IS NOT LIMITIED TO 
CLEARING/GRUBBING, MINOR GRADING, COMPACTION, MOWING 
OF VEGETATION, AND RESTABILIZATION OF DISTURBED AREA. 

4. ACCESS ROADS WILL BE CONSTRUCTED TO MATCH THE 
SURROUNDING EXISTING GROUND ELEVATIONS TO ALLOW THE 
CONTINUATION OF DRAINAGE PATTERNS. 

5. OVERALL DRAINAGE PATTERNS WILL NOT BE ALTERED WITI-l 
SOLAR DEVELOPMENT. 

6. A SITE SPECIFIC SWPPP AND SPECIFIC BEST MANAGEMENT 
PRACTICES WILL BE PROVIDED WITH THE FINAL DESIGN. 

7. PROPOSED GRADING ESTIMATION: 185 ACRES 

KEY MAP 
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PROJECT BOUNDARY LINE 

EXISTING SECTION LINE 

EXISTING EASEMENT LINE 

EXISTING OVERHEAD POWER LINE 

EXISTING PAVED ROAD 

EXISTING GRAVEL ROAD 

EXISTING WETLAND 

EXISTING STRUCTURE 

EXISTING VEGETATION 

EXISTING NO BUILD AREA 

EXISTING SUBSTATION 

EXISTING RAILROAD 

EXISTING FARM ENTRANCES 

EXISTING DIRT TRAILS 

EXISTING WATER FEATURE 

EXISTING WEA1HER STATION 

EXISTING COUNTY PARCEL LINE 
MODULE SETBACK LINE 

PROPOSED SOLAR ARRAY 

PROPOSED ELECTRICAL EQUIPMENT 

PROPOSED WEATHER STATION 

PROPOSED ACCESS ROAD 

PROPOSED SECURITY FENCE 

PROPOSED SILT FENCE 

PROPOSED LAYDOWN YARD 

PRAIRIE DOG AVOIDANCE AREA 

PROPOSED UNDERGROUND COLLECTION 
PROPOSED BUFFER SCREENING 

Project Module Set· 8 

Item Ieauirea I 
~ 

FRONT 25' OR 1.5X THE HEIGHT 30' 
OF 1HE STRUCTURE, 

WHICHEVER IS GREATER 

SIDE/REAR 25' OR 1.5X THE HEIGHT 30' 
OF 1HE STRUCTURE, 

WHICHEVER IS GREATER 

SECTION LINE MINIMUM OF 58' (33' 63' 
FOR STATUTORY R.O.W. 

PLUS PUBLIC ROAD 
SETBACK) 

FENCE OUTSIDE OF ROW OUTSIDE OF ROW 
RESIDENCES 100' MIN. OF 100' 

NOTES: 
1. MINOR SURFACE SMOOTHING MAY OCCUR FOR SOLAR PANEL 

INSTALLATION 
2. CONTRACTOR SHALL INSTALL ALL PERIMETER EROSION AND 

SEDIMENT CONTROL DEVICES PRIOR TO UPSLOPE 
DISTURBANCE ACTIVITIES. 

3. SITE PREPARATION INCLUDES BUT IS NOT LIMITIED TO 
CLEARING/GRUBBING, MINOR GRADING, COMPACTION, MOWING 
OF VEGETATION, AND RESTABILIZATION OF DISTURBED AREA. 

4. ACCESS ROADS WILL BE CONSTRUCTED TO MATCH THE 
SURROUNDING EXISTING GROUND ELEVATIONS TO ALLOW THE 
CONTINUATION OF DRAINAGE PATTERNS. 

5. OVERALL DRAINAGE PATTERNS WILL NOT BE ALTERED WITI-l 
SOLAR DEVELOPMENT. 

6. A SITE SPECIFIC SWPPP AND SPECIFIC BEST MANAGEMENT 
PRACTICES WILL BE PROVIDED WITH THE FINAL DESIGN. 

7. PROPOSED GRADING ESTIMATION: 185 ACRES 

KEY MAP 

o· 100' 200· 300' 
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Westwood Professional Services. Inc. 
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PROJECT BOUNDARY LINE 

EXISTING SECTION LINE 

EXISTING EASEMENT LINE 

EXISTING OVERHEAD POWER LINE 

EXISTING PAVED ROAD 

EXISTING GRAVEL ROAD 

EXISTING WETLAND 

EXISTING STRUCTURE 

EXISTING VEGETATION 

EXISTING NO BUILD AREA 

EXISTING SUBSTATION 

EXISTING RAILROAD 

EXISTING FARM ENTRANCES 

EXISTING DIRT TRAILS 

EXISTING WATER FEATURE 

EXISTING WEATHER STATION 

EXISTING COUNTY PARCEL LINE 
MODULE SETBACK LINE 

PROPOSED SOLAR ARRAY 

PROPOSED ELECTRICAL EQUIPMENT 

PROPOSED WEATHER STATION 

PROPOSED ACCESS ROAD 

PROPOSED SECURITY FENCE 

PROPOSED SILT FENCE 

PROPOSED LAYDOWN YARD 

PRAIRIE DOG AVOIDANCE AREA 

PROPOSED UNDERGROUND COLLECTION 
PROPOSED BUFFER SCREENING 

Project Module Set· 8 

Item Ieauirea I 
~ 

FRONT 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SIDE/REAR 25' OR 1.5X THE HEIGHT 30' 
OF THE STRUCTURE, 

WHICHEVER IS GREATER 

SECTION LINE MINIMUM OF 58' (33' 63' 
FOR STATUTORY R.O.W. 

PLUS PUBLIC ROAD 
SETBACK) 

FENCE OUTSIDE OF ROW OUTSIDE OF ROW 
RESIDENCES 100' MIN. OF 100' 

NOTES: 
1. MINOR SURFACE SMOOTHING MAY OCCUR FOR SOLAR PANEL 

INSTALLATION 
2. CONTRACTOR SHALL INSTALL ALL PERIMETER EROSION AND 

SEDIMENT CONTROL DEVICES PRIOR TO UPSLOPE 
DISTURBANCE ACTIVITIES. 

3. SITE PREPARATION INCLUDES BUT IS NOT LIMITED TO 
CLEARING/GRUBBING, MINOR GRADING, COMPACTION, MOWING 
OF VEGETATION, AND RESTABILIZATION OF DISTURBED AREA. 

4. ACCESS ROADS WILL BE CONSTRUCTED TO MATCH THE 
SURROUNDING EXISTING GROUND ELEVATIONS TO ALLOW THE 
CONTINUATION OF DRAINAGE PATTERNS. 

5. OVERALL DRAINAGE PATTERNS WILL NOT BE ALTERED WITI-l 
SOLAR DEVELOPMENT. 

6. A SITE SPECIFIC SWPPP AND SPECIFIC BEST MANAGEMENT 
PRACTICES WILL BE PROVIDED WITH THE FINAL DESIGN. 

7. PROPOSED GRADING ESTIMATION: 185 ACRES 
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LIGHTNING ROD
ANEMOMETER

PIPE CLAMP (TYPICAL)

1" LIQUID-TIGHT FLEXIBLE
NONMETALLIC CONDUIT
(TYPICAL)EXPANSION JOINT (TYPICAL)

1" SCHEDULE 80 CONDUIT
(TYPICAL)

CAMPBELL SCIENTIFIC
TB4-L RAIN GAUGE

GRADE

ANEMOMETER

TOWER

LIGHTNING ROD

WEATHERHEAD

2

1
1

A 

B 

C 

D 

E 

F 

G 

H 

2 

ACCESS ROAD 

NOTE: 

3 4 

B"j- ~,· -,,. OPEN-GRADED ~ AGGREGATE 

--MIRAFI HP270 GEOTEXTILE 
:::::::::; '""" OR AA'eO"" eo,M 
/ / / / /;--- COMPACTED SUBGRADE 

UGHJ DUTY 
FLEXAMAT PLUS SYSTEM 
INSTALLED PER 

2.25"~ MANUFACTURERS 
__j RECOMMENDATIONS 

INSTALL PERIMETER SEDIMENT 
CONTROLS ALONG IMPROVEMENT 

/A /A /A /A /.:____coMPACTED suBGRADE 

HEAVY DUTY OPTION 

1. THE ACCESS ROAD SHALL CROSS THE CHANNEL AS CLOSE TO 90-DEGREES AS POSSIBLE. 
2. THE FINISHED ACCESS ROAD SURFACE SHALL BE AT AN ELEVATION THAT ALLOWS WATER TO FLOW THROUGH THE CHANNEL UNIMPEDED AND 

WITHOUT PONDING UPSTREAM OF THE ROAD OR ON THE ROAD SURFACE. 
3. ARMORED SURFACE TREATMENT OF THE ROAD SURFACE SHALL EXTEND THROUGH THE CHANNEL BOTTOM AND UP THE CHANNEL SIDE SLOPES 

TO THE OBSERVED TOP OF BANK OF THE CHANNEL. 

PERMANENT ACCESS ROAD LOW WATER CROSSING 

NOTES: 
1. RIP-RAP SHALL BE D50=12" 
2. OUTLET PIPE SHALL BE CORRUGATED PE SMOOTH 

INTERIOR PIPE MITERED TO CONFORM TO FILL 

PONO/BASIN 

". r VARIES J" 
A "-- A 

,.__ 
ASIN 1' POND/B 

CON TOURS' I' /'a 
C' 

& ~ 

'\... ~ ~ 

~ '{ ~ INSTALL 
TO THE EXI 

EMERGENCY OUTLET PLAN VIEW 

RIP-RAP DOWN 
STING GROUND 

TIE-IN 

0 

~%%~ - •. ; -.,.. • • ' a 

- . •: :· _-._ .,_ 
~~%~ 
===TO INVERTER PAD AC 

GEOTEXTILE 
FILTER f ABRIC 

DETENTION BASIN 

TO INVERTER PAD AC 
AUXILIARY PANEL AND 0 AUXILIARY PANEL ANO SCAOA 

MET STATION 
(NOT TO SCALE) 

L/l.ST REVISED: 
08/IJ4/16 

t VARIES~ RIP-RAP 

~;;.;;:; \._ TOP OF POND/BASIN 

FILTER FABRIC 
EMERGENCY OUTILET SIDE VIEW 

EMERGENCY OUTLET PROFILE VIEW 

• NORTH 

~Vwt mad 

LAST RE'v1SED: 
04/16/19 

GD06 

... .-~- ::.- ::.·:«:~. _·. 
.· ' . . ' -

;~ -~- :"·--.- ~--: .':_ 

MET STATION 

5 

(NOT TD SCALE) 

LAST REVISED 
08 04- 16 

6 7 

CL 

I 

8' 
I 

8' LL 

~ 
_J 

0 0 !5! w <( w <( c., ct:: I c., ct:: 0 c., 2% SLOPE I 2% SLOPE 
0 c., w w 

E)(.\Si\NG ,, , 'XI STING 
GROUND-:"" 

,?. - ,, GROUND -

CL 

8' I 8' 
I LL _J 

LL _J 

I 

0 w 
0 

!5! ~ w 
w <( (.') Ct'. E.)(.151\NG c., ct:: I 2% SLOPE 0 c., 
0 (.') 

I 

w 
GROUND w 2% SLOPE 

E.)(.\SilNG 
,, ,,, ,, --.. 

GROUND / 

16' ACCESS ROADWAY 

NOTES: 
1. CONTRACTOR SHALL CONSTRUCT CROSS-SLOPE ROAD SECTION WHERE 

ACCESS ROADS ARE CONSTRUCTED ON A SIDE SLOPE, AND WHERE 
OTHERWISE NOTED ON PLANS, TO ENSURE THAT ROADS AND SHOULDERS 
REMAIN WELL DRAINED AT ALL TIMES. 

LAST RE'IISED: 
Westwood TYPICAL SOLAR ACCESS ROAD 

11/07/14 

NOTE: 

RD01 

8" AGGREGATE BASE, SEE 
CONSTRUCTION SPECIFICATIONS FOR 
TYPE OF AGGREGATE AND 
REQUIREMENTS 

,,..,..,.,...,_,-~;--- MIRAFI HP270 OR 
APPROVED EQUAL 
8" OF SCARIFIED AND 
COMPACTED SUBGRADE 

16' ACCESS ROAD CROSS SECTION 

1. STRUCTURAL SECTIONS SHOWN ARE THE MINIMUM THICKNESS 
REQUIREMENTS DURING NORMAL FIELD CONDITIONS. THE SECTIONS 
MAY NEED TO BE INCREASED BASED ON ACTUAL FIELD CONDITIONS 
AT THE TIME OF CONSTRUCTION. CONDITIONS INCLUDE BUT ARE 
NOT LIMITED TO CONSTRUCTION DURING UNUSUALLY WET PERIODS, 
OR IN LOW/WET AREAS. 

2. FINAL DESIGN MAY PROVIDE A DIFFERENT CROSS SECTION 

Westwood TYPICAL STRUCTURAL CROSS SECTIONS 
LAST REVISED: 

11 07 14 

RD02 
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20'

3"

6'

FN02CHAIN-LINK SECURITY LEAF GATE
(NOT TO SCALE)

GUIDE ROLLER
ASSEMBLY

GUIDE ROLLER
ASSEMBLY

BARNED-WIRE APRON
ON EXTENSION ARMS

BOTTOM ROD
TENSION ROD

CHAIN LINK
FABRIC

LOCKING MECHANISM

TRUSS ROD GRADE

NOTES:
1. DETAIL IS FOR REFERENCE ONLY, SEE FENCING COMPANY SPECIFICATIONS FOR MATERIAL TYPE, FENCING CONFIGURATION,

SPACING REQUIREMENTS, BRACING REQUIREMENTS, ETC.
2. STRUCTURAL FOUNDATION DESIGN TO BE PROVIDED BY FENCING COMPANY.

1'

A 

B 

C 

D 

E 

F 

G 

H 

SECURITY FENCE \ ~ 

.. 

.. 

2 

0 
ci 

~<, v , v , v,J ... "-" , ___ _ 
NOTE: 

1. TYPICAL HEIGHT OF POLE WILL BE 10.0' 

PROPOSED ENTRANCE 
LIGHT, TO BE 
DOWNWARD FACING 

PROPOSED 
ENTRANCE 
UGHTPOLE 

2. BRIGH1NESS OF LIGHT SHALL BE BETWEEN 1500 AND 3000 LUMENS 
3. LIGHT ACTIVATION SHALL BE MANUAL AND AUTOMATIC BY THE 

SECURITY SYSTEM IN CASE OF AN INTRUSION (NON-MOTION 
ACTIVATED) 

4. LIGHT POLE SHALL BE PLACED APPROXIMATELY 5' INSIDE OF FENCE. 

LAST REVISED: 

TYPICAL ENTRANCE LIGHTING 
LPOl 

3 

HIGH VOLTAGE SIGN (1 O"X7"). 
RECOMMENDED SPACING 100' -150' 

BARB WIRE APRON 
EXTENSION ARMS 

4 

40' RADIUS (TYP.) 

MIRAFI HP270 GEOTEXTILE OR 
APPROVED EQUAL (AS 
NEEDED) 6" MINIMUM DEPTH 

1" - 3" WASHED ROCK 

NOTE: 

5 

ROCK CONSTRUCTION ENTRANCE SHOULD BE A MINIMUM THICKNESS OF 
6" AND CONTAIN MAXIMUM SIDE SLOPES OF 4: 1. ROCK ENTRANCE 
SHOULD BE INSPECTED AND MAINTAINED REGULARLY. ROCK ENTRANCE 
LENGTH MAY NEED TO BE EXTENDED IN CLAY SOILS. 

ROCK CONSTRUCTION ENTRANCE 
GD05 

6 7 

WOVEN MONOFIUMENT (36" WIDE) 

5' STEEL/WOOD 
T-POST 

8 

PONDING HEIGHT 

STANDARD DETAIL 
TRENCH WITH NATIVE BACKFILL 

NOTE: 

5' STEEL 
T-Posr---i 

FILTER FABRIC, ATTACH 
SECURELY TO UPSTREAM 
SIDE OF POST WITH 
3-501b TENSILE STRENG 
PLASTIC ZIP- TIES PER 
POST WITHIN TOP 8" OF 
FABRIC. 

a· 

FABRIC SLICED INTO SOIL 
WITH COMPACTED 
BACKFILL 

1. INSPECT AND REPAIR FENCE AFTER EACH STORM EVENT AND REMOVE 
SEDIMENT WHEN ACCUMULATED TO 1/2 THE HEIGHT OF THE FABRIC OR 
MORE. 

2. REMOVED SEDIMENT SHALL BE DEPOSITED TO AN AREA THAT WILL NOT 
CONTRIBUTE SEDIMENT OFF-SITE AND CAN BE PERMANENTIL Y 
STABILIZED. 

3. SILT FENCE SHALL BE PLACED ON SLOPE CONTOURS TO MAXIMIZE 
PONDING EFFICIENCY. 

4. ALL ENDS OF THE SILT FENCE SHALL BE WRAPPED UPSLOPE SO THE 
ELEVATION OF THE BOTTOM OF FABRIC IS HIGHER THAN "PONDING 
HEIGHr'. 

SILT FENCE 

EXTERIOR 300W LIGHT 
(SWITCH AND MOTION 
ACTIVATED), APPROXIMATELY 
2' ABOVE DOOR 

LAST REVISED: 
11/24/14 

~- --x--x--,x--x--x--X---<1---x-- --X'--X--x--.,,,,-,,~ ... ., ... -x--x--,x--,x- ENCLOSED INVERTER STATION 
""---x--x--x--x--.x--x--x X X X X X X X K-

:-,.--.x--x·--X'--X--,x--.X----11---x--x-- '--X--X--X-----f X X X X-

CORNER, 
TERMINAL OR 
PULL POST 

NOTE: 

.• ·, 

. 
,_ 

;:,. 

--~ -·-~ 
·:i·::; ~- i 

HIGH VOLTAGE 
AUlHORIZED 

PERSONNEL ONLY 

CHAIN-LINK FENCE 

LINE POST 

BOTTOM OF FABRIC 

SEE FENCING COMPANY 
SPECIFICATIONS FOR MAX. SPACING 

1. FENCE AND GATE TYPE TO BE APPROVED BY OWNER PRIOR TO CONSTRUCTION 
2. STRUCTURAL DESIGN TO BE PROVIDED BY FENCE SUPPLIER 

_,, 
:.. :·} 
:.:, 

·, 

;:._ 

3. DIMENSIONS AND INFORMATION SHOWN ABOVE ARE FOR REFERENCE ONLY. ACTUAL DIMENSIONS AND INFORMATION TO 
BE PROvlDED BY MANUFACTURER/SUPPLIER 

4. FENING TO BE USED SHALL BE BLACK VINYL CHAIN LINK 

CHAIN-LINK SECURITY FENCE DETAIL 
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EXISTING GROUND 

NOTE; 

INVERTER SKID 
POSTS 

SECTION VIEW 

1. SOIL SHALL BE BACKFILLED AROUND INVERTER PAD IF A 
WORKING SURFACE IS NEEDED FOR ELECTRICAL EQUIPMENT 

INv1ERTER SKID 

SOIL TO BE BACKFILLED 
AFTER SKID IS ATTACHED T 
SKID POSTS (IF NEEDED) 

LAST REVISED: 

TYPICAL SOLAR INVERTER ON DRIVEN PILES OB 20 15 

ENCLOSED INVERTER STATIO 
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SECTION VIEW 

INV01 

EXTERIOR 300W LIGHT 
(SW1TCH AND MOTION 
ACTIVATED), 
APPROXIMATELY 2' 
ABOVE DOOR 

TOP OF 
CONCRETE 
INVERTER SKID 

LAST RE'.1SED: 

TYPICAL SOLAR INVERTER ON CONCRETE SLAB 
D!!I O 1!5 

INV02 

Westwood 
westwoodps.com 

Westwood Professional Services. Inc. 

EM lifi!IAi 

Prepared for. 

((_@J 
GERONIMO" 

ENERGY 
a nationalgrid company 

JUI 

8400 Normandale Lab Boulevard, SUite 12IIO 
Bloomingtml, MN 55437 

Wild Springs 
Solar 
Pennington County, SD 

Construction Details 

Not for Construction 
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